STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

DIVISION 03

CONTRACT PROPOSAL

WBS ELEMENT NUMBER 3SP.20674.001 and 3SP.20714.001
ROUTE._SR 1568 in Onslow and SR 1119 and 1333 in Pender County
COUNTY: Onslow and Pender

DESCRIPTION: Sand Asphalt to be on Three (3) Secondary Roads Onslow and Pender Counties.
BID OPENING: September 14, 2010

NOTICE:

ALL BIDDERS SHALL COMPLY WITH ALL APPLICABLE LAWS REG  ULATING THE PRACTICE OF
GENERAL CONTRACTING AS CONTAINED IN CHAPTER 87 OF THE GENERAL STATUTES OF
NORTH CAROLINA WHICH REQUIRES THE BIDDER TO BE LICEN SED BY THE N.C. LICENSING
BOARD FOR CONTRACTORS WHEN BIDDING ON ANY NON-FEDERA L AID PROJECT WHERE THE
BID IS $30,000 OR MORE, EXCEPT FOR CERTAIN SPECIALTY WORK AS DETERMINED BY THE
LICENSING BOARD. BIDDERS SHALL ALSO COMPLY WITH ALL OTHER APPLICABLE LAWS
REGULATING THE PRACTICES OF ELECTRICAL, PLUMBING, H EATING AND AIR CONDITIONING

AND REFRIGERATION CONTRACTING AS CONTAINED IN CHAPT ER 87 OF THE GENERAL
STATUTES OF NORTH CAROLINA.

NAME OF BIDDER N.C. CONTRACTOR’'S LICENSE NUMB ER

ADDRESS OF BIDDER

RETURN BIDS TO:

North Carolina Depment of Transportation
Lloyd G. Royall, Jr., PLS
Division 3 Engineer’s Office
124 Division Drive
Wilmington, N.C. 28401
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All bids shall be prepared and submitted in accordance ith the following requirements. Failure to comply with any
requirement shall cause the bid to be considered irgular and shall be grounds for rejection of the bid.

1.

2.
3.

11.

12.

13.

The award of the contract, if it be awarded, will be maded the lowest responsible Bidder in accordance
with Section 102 éxcluding 102-2 and 102-11) of the Standard Specifications for Roads and Structures
2006 The lowest responsible will be notified that his bidhas been accepted and that he has been award
the contract. NCDOT reserves the right to reject all bid.

. The bidder shall not add any provision reserving the tiglaccept or reject an award, or to enter intordract pursuant to ar

INSTRUCTIONS TO BIDDERS

PLEASE READ ALL INSTRUCTIONS CAREFULLY
BEFORE PREPARING AND SUBMITTING YOUR BID.

The bid sheet furnished by NCDOT with the proposalldieaised and shall not be altered in any manB€.NOT
SEPARATE THE BID SHEET FROM THE PROPOSAL!

All entries on the bid sheet, including signatures,|df@lritten in ink.

The Bidder shall submit a unit price for every itentloa bid form. The unit prices for the various contiterns shall be writte
in figures.

An amount bid shall be entered on the bid sheet faryatem. The amount bid for each item shall berdeiteed by multiplying
each unit bid by the quantity for that item, and shatbitten in figures in the "Amount Bid" column of thieegt.

The total amount bid shall be written in figures ie groper place on the bid sheet. The total amounl lshaetermined by
adding the amounts bid for each item.

Changes in any entry shall be made by marking througlerlry in ink and making the correct entry adjacernetban ink. A
representative of the Bidder shall initial the chamgmk.

The bid shall be properly executed. All bids shall stienvfollowing information:

a. Name of individual, firm, corporation, partnershipjoint venture submitting bid.

b. Name of individual or representative submitting bid pasition or title.

c. Name, signature, and position or title of witness.

d. Federal Identification Number

e. Contractor's License Number if required

Bids submitted by corporations shall bear the seddeotorporation.

The bid shall not contain any unauthorized additiongtidels, or conditional bids.

award.

THE PROPOSAL WITH THE BID SHEET STILL ATTACHED _ SHALL BE PLACED IN A SEALED ENVELOPE AND
SHALL HAVE BEEN DELIVERED TO AND RECEIVED IN THE D IVISION 3 ENGINEER'S OFFICE AT

124 DIVISION DRIVE, WILMINGTON, N.C. 28401 BY 2:00 PM ON Tuesday, September 14, 2010

The sealed bid must display the following statementerfront of the sealed envelope:

QUOTATION FOR WORK ORDER : 3SP.20674.001 and 3SP.20714.001: Place SanspAalt on Three
(3) Secondary Roads in Onslow and Pender Counties. BIO® BE OPENED AT 2:00 PM Tuesday,
September 14, 2010

If delivered by mail, the sealed envelope shall begulac another sealed envelope and the outer envelopdsteldressed as|
follows:
North Carolina Department of Transportation
Lloyd G. Royall, Jr., PLS
Division 3 Engineer’s Office
124 Division Drive
Wilmington, N.C. 28401

AWARD OF CONTRACT

led






DIVISION CONTRACT

General Standard Provisions

GENERAL

This contract is for _Sand Asphalt to Placed on TH&eSecondary Roads in Onslow and Pender
Counties.

All work and materials shall be in accordance withghevisions of the General Guidelines of this contract
the Project Special Provisions, the North Carolirgp&tment of Transportation Standard Specifications for
Roads and Structures, January, 2@06 North Carolina Department of Transportation RaadwWtandards
Drawings, January, 200@nd the current edition of the Manual of Uniform ficaControl DevicegMUTCD)
and the 2009 SuperPave Manual

The Contractor shall keep himself fully informed of B#deral, State and local laws, ordinances, and
regulations, and shall comply with the provisions oftBecl07 of the Standard Specifications.

CONTRACT TIME AND LIQUIDATED DAMAGES

CTLD_DDC

The date of availability for this project is October 4, 2010 The Contractor may begin work prior to this date
upon approval of the Engineer or his duly authorized repiasen If such approval is given, and the Contractor
begins work prior to the date of availability, the Dep@nt of Transportation will assume no responsildtity

any delays caused prior to the date of availabilityriyyraason whatsoever, and such delays, if any, will no
constitute a valid reason for extending the completiae.da

No work will be permitted and no purchase order will Beésl until all required bonds and prerequisite conditions
and certifications have been satisfied.

The completion date for this project is December 15, 2010No extensions will be authorized except as
authorized by Article 108-10 of the Standard Specifications

The observation period for the thermoplastic pavemankings is not a part of the work to be completed by the
completion date for this contract as stated aboves oliservation period shall be warranted by the payareht
performance bond.

Liguidated damages for this contract are Three Hundred and Fty Dollars ($350.00) per calendar day.



AUTHORITY OF THE ENGINEER

The Engineer for this project shall be the Divisiomgeer, Division 03, Division of Highways, North
Carolina Department of Transportation, acting direatlyhrough his duly authorized representatives.

The Engineer will decide all questions which may ariset@ the quality and acceptability of work
performed and as to the rate of progress of the worlguabtions which may arise as to the interpretaticthef
contract; and all questions as to the acceptable riéfiit of the contract on the part of the Contractétis
decision shall be final and he shall have executivieaaity to enforce and make effective such decisionsoaders
as the Contractor fails to carry out promptly.

AVAILABILITY OF FUNDS - CONTRACT TERMINATION

Payments on this contract are subject to avaikabififunds as allocated by the General AssemblyhdfGeneral
Assembly fails to allocate adequate funds, the Departrasatves the right to terminate this contract.

In the event of termination, the Contractor shalgiven a written notice of termination at least 60sdagfore
completion of scheduled work for which funds are availablethe event of termination, the Contractor lsbal
paid for the work already performed in accordance witlcthmract specifications.

BANKRUPTCY

The Department of Transportation, at its option, neagninate the contract upon filing by the Contractoarof
petition for protection under the provisions of the FablBankruptcy Act.

BIDS

In accordance with GS 136-28.1(b), if the total bid amount of theontract exceeds $1,200,000, the bid will
not be considered for award



CLAIMS FOR ADDITIONAL COMPENSATION OR EXTENSION OF TIME

Any claims for additional compensation and/or extersmithe completion date shall be submitted to theslomi
Engineer with detailed justification within thirty (30)ydaafter receipt of the final invoice payment. Thkifa of
the Contractor to submit the claim(s) within thi(80) days shall be a bar to recovery.

CONTRACTOR CLAIM SUBMITTAL FORM:

(9-16-08) SP1G140

If the Contractor elects to file a written claimmquests an extension of contract time, it shadiutenitted on the
Contractor Claim Submittal Form (CCSF) available through the Construction Unit or
http://ncdot.org/doh/operations/dp_chief_eng/constructionanmt$§manuals/

CONTRACT PAYMENT AND PERFORMANCE BOND

A performance bond in the amount of one hundred percent (160%ie contract amount, conditioned
upon the faithful performance of the contract in accacdawith specifications and conditions of the contract
required for contracts of $300,000 or more. Such bond shalble§ for the protection of the North Carolina
Department of Transportation and the State of Nortiolkda.

A payment bond in the amount of one hundred percent (100%eafontract amount, conditioned upon
the prompt payment for all labor and materials for whicte Contractor, or his subcontractors, are ligble
required for contracts of $300,000 or more. The payment dualdb® solely for the protection of persons or
firms furnishing materials or performing labor for th@ntract for which the Contractor is liable.

The successful bidder, within fourteen (14) days afteceaf award, shall provide the Department with a
contract payment bond and a contract performance bafmdirean amount equal to 100 percent of the amount of
the contract.

DEFAULT OF CONTRACT

The Department of Transportation shall have the tiglateclare a default of contract for breach by thet@aotor
of any material term or condition of the contrabtefault of contract shall be in accordance with grens,
conditions, and procedures of Article

108-9 of the Standard Specifications.

ENGINEERING CONTROL

Engineering control and inspection will be by the NaZ#rolina Department of Transportation. The Contract
will cut test samples as directed by the Engineer. Ndr¢h Carolina Department of Transportation will atbt


http://ncdot.org/doh/operations/dp_chief_eng/constructionunit/formsmanuals/

necessary grades for pipe, ditches, or masonry drainageuses. All other field engineering will be the
responsibility of the Contractor and considered asl@mtal to the project bid.

EROSION, SILTATION, AND POLLUTION CONTROL

The Contractor shall exercise every reasonable ptieceand take all necessary measures throughout tloé life
the project to prevent erosion, siltation, and pollutibaccordance with

Section 107-13 of the Standard SpecificatioBgt fence and erosion control measures shattgtalled in
accordance with the plans for this project, Section 16®BeoStandard Specificatiorand in locations directed by
the Engineer or his representative.

EXTENSION OF CONTRACT TIME

Failure on the part of the Contractor to furnish bamdsertifications, or to satisfy preliminary requirertse
necessary to issue the purchase order will not corsgtaiunds for extension of the contract time. If the
Contractor has fulfiled all preliminary requirements fioe issuance of a purchase order, and the purchase order
authorization is not available by the date of avaigpthe Contractor shall be granted an extensigueéto the
number of calendar days the purchase order authorizatamayed after the date of availability.

GIFTS FROM VENDORS AND CONTRACTORS:

(12-15-09) SP1 G152

By Executive Order 24, issued by Governor Perdue, M@l G.S.8 133-32t is unlawful for any vendor or
contractor (i.e. architect, bidder, contractor, cargton manager, design professional, engineer, landiéfexpg
seller, subcontractor, supplier, or vendor), to make gift® give favors to any State employee of the Gowves
Cabinet Agencies (i.e. Administration, Commerce, €diion, Crime Control and Public Safety, Cultural
Resources, Environment and Natural Resources, HealttHaman Services, Juvenile Justice and Delinquency
Prevention, Revenue, Transportation, and the OffiaaefGovernor). This prohibition covers those vesdord
contractors who:

(1) have a contract with a governmental agency; or
(2) have performed under such a contract within the gast gr
(3) anticipate bidding on such a contract in the future.

For additional information regarding the specific requinet®ieand exemptions, vendors and contractors are
encouraged to review Executive Order 24 @n8l. § 133-32

Executive Order 24 also encouraged and invited other Stgémcfes to implement the requirements and
prohibitions of the Executive Order to their agenciegendors and contractors should contact other State
Agencies to determine if those agencies have adopteditiseeOrder 24.



INSPECTION

All work shall be subject to inspection by the Engingteany time. Routinely, the Engineer will make pedodi
inspections of the completed work. It will be the resplality of the Contractor to keep the Engineer infed of
his proposed work plan and to submit written reports okvaacomplished on a frequency to be determined by
the Engineer.

LEGAL RELATIONS AND RESPONSIBILITY TO PUBLIC:

(12-19-06)(Rev 3-16-10) SP1 G151

Revise the2006 Standard Specificatioas follows:
Page 1-60, 107-2 Assignment of Claims Vqideplace the reference frogS. 143-3.30 G.S. 143B-426.40A.

Page 1-69, 107-18 Contractor's Responsibility for Workin the first paragraph, last sentence, replace thid wo
legally with the wordcontractually.

LIABILITY INSURANCE:

(11-18-08) RG 80

Page 1-68, Article 107-16 is amended to include the following asetHirst, second, third and fourth
paragraphs:

The Contractor shall be liable for any losses ragufrom a breach of the terms of this contract.e Tontractor
shall be liable for any losses due to the negligencwiliul misconduct of its agents, assigns and employees
including any sub-contractors which causes damage tosofitvewhich the Department is found liable under the
Torts Claims Act, or in the General Courts of Justm®vided the Department provides prompt notice to the
Contractor and that the Contractor has an opportumitiefend against such claims. The Contractor shab&ot
responsible for punitive damages.

The Contractor shall at its sole cost and expensairolind furnish to the Department an original standard
ACORD form certificate of insurance evidencing comnatrgeneral liability with a limit for bodily injury rad
property damage in the amount of $5,000,000.00 per occurrence amdl @gyregate, covering the Contractor
from claims or damages for bodily injury, personal injutyfor property damages which may arise from operating
under the contract by the employees and agents of theaCtor. The required limit of insurance may be
obtained by a single general liability policy or thentzination of a general liability and excess liabitityumbrella
policy. The State of North Carolina shall be nameda additional insured on this commercial generalitiabi
policy. The policy may contain the following languagerelstes to the State as an additional insured: “This
insurance with respect to the additional insured appligstorthe extent that the additional insured is heldidia
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for your or your agent’s acts or omissions arising duarad in the course of operations performed for the
additional insured.”

The Contractor shall maintain all legally required iaswwe coverage, including without limitation, worker’s
compensation and vehicle liability, in the amounts meguby law. Providing and maintaining adequate insurance
coverage is a material obligation of the contractat is of the essence of this contract. All such msce shall
meet all laws of the State of North Carolina. Singurance coverage shall be obtained from companiesiutba
authorized to provide such coverage and that are authdoyzdee Commissioner of Insurance to do business in
North Carolina. The Contractor shall at all tincesnply with the terms of such insurance policies.

Upon execution of the contract, provide evidence oltiwve insurance requirements to the Engineer.

MATERIALS AND TESTING

The Engineer reserves the right to perform all samplmytesting in accordance with Section 106 of the Standarc
Specificationsand the Department's "Materials and Test Manual." Kewthe Engineer may reduce the
frequency of sampling and testing where he deems it appi®foiathe project under construction.

The Contractor shall furnish the applicable certifaag and documentation for all materials as requiredhéy t
Standard SpecificationdViaterial which is not properly certified will noeaccepted.

Delivery tickets for all asphalt material shall benfshed in accordance with Section 106-7 of the Standard
Specificationsand shall include the following information:

NCDOT Work Order Number

Date

Time issued

Type of Material

Gross weight

Tare Weight

Net weight of material

Plant Location

Truck Number

Contractor's name

Public weighmaster's stamp or number

Public weighmaster's signature or initials in ink
Job mix formula number (if for asphalt plant mix)
Asphalt Plant Certification Number (if for asphalt plamx)

MINIMUM WAGES

(7-21-09) 75

11



FEDERAL:

STATE:

The Fair Labor Standards Act provides that with ceraceptions every employer shall pay wages
at the rate of not less than SEVEN DOLLARS AND TWENFIVE CENTS ($7.25) per hour.

The North Carolina Minimum Wage Act provides that gvemployer shall pay to each of his
employees, wages at a rate of not less than SEVENLBRE AND TWENTY FIVE CENTS
($7.25) per hour.

The minimum wage paid to all skilled labor employed on ¢histract shall be SEVEN DOLLARS
AND TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all intermediate labor employadtles contract shall be SEVEN
DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all unskilled labor on this cacttishall be SEVEN DOLLARS AND
TWENTY FIVE CENTS ($7.25) per hour.

This determination of the intent of the applicationtl@$ act to the contract on this project is the
responsibility of the Contractor.

The Contractor shall have no claim against the Depart of Transportation for any changes in the minimum
wage laws, Federal or State. It is the responsilmfitthe Contractor to keep fully informed of all Fedeaat
State Laws affecting his contract.

12



STANDARD SPECIAL PROVISION

ON-THE-JOB TRAINING:
(10-16-07) (Rev 7-21-09) Z-10

Description

The North Carolina Department of Transportation adiminister a custom version of the Federal On-the-Jok
Training (OJT) Program, commonly referred to as theerAhte OJT Program. All contractors (existing and
newcomers) will be automatically placed in the Alt¢endrogram. Standard OJT requirements typically
associated with individual projects will no longer be aupht the project level. Instead, these requiremetits wi
be applicable on an annual basis for each contradtoinatered by the OJT Program Manager.

On the Job Training shall meet the requirements of 23 £30.107 (b), 23 USC — Section 140, this provision and
the On-the-Job Training Program Manual.

The Alternate OJT Program will allow a contractorttain employees on Federal, State and privately fundec
projects located in North Carolina. However, prioshall be given to training employees on NCDOT Federal-
Aid funded projects.

Minorities and Women

Developing, training and upgrading of minorities and womevatd journeyman level status is a primary objective
of this special training provision. Accordingly, the @@ctor shall make every effort to enroll minoritydawomen

as trainees to the extent that such persons aralagawithin a reasonable area of recruitment. Tiaiging
commitment is not intended, and shall not be used, twidigate against any applicant for training, whether a
member of a minority group or not.

Assigning Training Goals

The Department, through the OJT Program Manager, \giljagraining goals for a calendar year based on the
contractors' past three years’ activity and the embbrs' anticipated upcoming year’'s activity with the
Department. At the beginning of each year, all catins eligible will be contacted by the Department to
determine the number of trainees that will be assigmethe upcoming calendar year. At that time the Gatar
shall enter into an agreement with the Departmemiréeide a self-imposed on-the-job training program for the
calendar year. This agreement will include a specificharrof annual training goals agreed to by both parties. T
number of training assignments may range from 1 to 15 quaractor per calendar year. The Contractor shall
sign an agreement to fulfill their annual goal for theary A sample agreement is available at
www.ncdot.org/business/ocs/ojt/.

Training Classifications
The Contractor shall provide on-the-job training ainma@ddeveloping full journeyman level workers in the
construction craft/operator positions. Preferenc# Bbagiven to providing training in the following skilledork

classifications:

Equipment Operators Office Engineers
Truck Drivers Estimators

13
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Carpenters Iron / Reinforcing Steel Workers
Concrete Finishers Mechanics
Pipe Layers Welders

The Department has established common training atagghs and their respective training requirementsrizgt

be used by the contractors. However, the classifitatestablished are not all-inclusive. Where thaitrg is
oriented toward construction applications, training tl allowed in lower-level management positions such as
office engineers and estimators. Contractors shhling new classifications for specific job functiomst their
employees are performing. The Department will reviewl e&ecommend for acceptance to FHWA the new
classifications proposed by contractors, if applicablew classifications shall meet the following requieens:

Proposed training classifications are reasonable atidtiebased on the job skill classification needasl a

The number of training hours specified in the trainirgsfication is consistent with common practices and
provides enough time for the trainee to obtain journeyiexel status.

The Contractor may allow trainees to be trained lsylacontractor provided that the Contractor retainsgmyim
responsibility for meeting the training and this prausis made applicable to the subcontract. Howevey,tbal
Contractor will receive credit towards the annual doathe trainee.

Where feasible, 25 percent of apprentices or traineesdn occupation shall be in their first year of apyreship

or training. The number of trainees shall be disteduamong the work classifications on the basis of the
contractor’'s needs and the availability of journeymenhe various classifications within a reasonaleaaof
recruitment.

No employee shall be employed as a trainee in angifedasion in which they have successfully completed a
training course leading to journeyman level status ahich they have been employed as a journeyman.

Records and Reports
The Contractor shall maintain enrollment, monthhd acompletion reports documenting company compliance
under these contract documents. These documents andhanynformation as requested shall be submitted to

the OJT Program Manager.

Upon completion and graduation of the program, the Cowtrattall provide each trainee with a certification
Certificate showing the type and length of trainingséattorily completed.

Trainee Interviews

All trainees enrolled in the program will receive aitial and Trainee/Post graduate interview conducted &y th
OJT program staff.

Trainee Wages

Contractors shall compensate trainees on a graduatingsqadg based upon a percentage of the prevailing
minimum journeyman wages (Davis-Bacon Act). Minimum glagll be as follows:
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60 percent of the journeyman wage for the first hatheftraining period

75 percent of the journeyman wage for the third quartdreofraining period
90 percent of the journeyman wage for the last quartdreairaining period

In no instance shall a trainee be paid less tharloited minimum wage. The Contractor shall adhere ® th
minimum hourly wage rate that will satisfy both the B€partment of Labor (NCDOL) and the Department.

Achieving or Failing to Meet Training Goals

The Contractor will be credited for each trainee eggdloby him on the contract work who is currently eembl
or becomes enrolled in an approved program and who recem@ing for at least 50 percent of the specific
program requirement. Trainees will be allowed to besfeared between projects if required by the Contrastor’
scheduled workload to meet training goals.

If a contractor fails to attain their training assiggnts for the calendar year, they may be taken efNGDOT’s
Bidders List.

Measurement and Payment

No compensation will be made for providing required trgimmaccordance with these contract documents.

PAYMENT AND RETAINAGE

P&R_DDC
8-06-2009

The Contractor may submit a request for partial paymerd monthly basis, or other interval as approvedéy t
Engineer. Compensation for all pay items shall kscgordance with the Standard Specificatiombe amount of
partial payments will be based on the work accomplishddaacepted as the last day of the approved pay period.

All requests for payment shall be made on the formdhed to the Contractor by the Department of
Transportation. The form shall be completely and ledited out with all appropriate information supplied and
shall be signed by an authorized representative of dimér&ttor.

All invoices must be accompanied with the DBE-IS form eveii no Subcontractors payments were made.
Payment request shall not be processed without said formléd out and attached.

If the request for payment is made by Contractor’sib®jahe Invoice shall be submitted in triplicate to:

North Carolina Department of Transportation
Attention: A.H.Thornton Jr.

220 North Blvd.

Clinton, NC 28382
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Minority Business (MB) and Women'’s Business (WB) pgs&tion shall be listed in the appropriate spaces on all
requests for payment. If there is no participationvtbed “None” or the figure “0” shall be entered. An ambun
equal to five percent (5%) of the total amount due ompéngal pay estimate will be deducted and retained until
after the final inspection. One hundred percent (100%) @atyshall be made after successful completion of the
work as verified by the final inspection.

POSTED WEIGHT LIMITS

The Contractor's attention is directed to the faat many primary and secondary roads and bridges ar
posted with weight limits less than the legal limitheTContractor will not be allowed to exceed the posieidht
limits in transporting materials or equipment to the gebj The Contractor should make a thorough examinatior
of all maps and haul routes on this project.

PREQUALIFICATION TO BID ON POC'S

BeginningJuly 1, 2009 any firm that wishes to perform work on Division Ehise Order Contracts as either the prime contractor
as a subcontractor on the project must be prequalifietthéotype of work they wish to perform. Firms thatiwie bid on these
projects as the prime contractor must be prequalified wisnbmitting a bidFirms that wish to perform as a subcontractor ¢o th
prime contractor must be prequalified prior to beginningkvawr the project

For the purposes of prequalification, any firm that isently prequalified as a prime or a subcontractor ornraklet projects for the
appropriate work codes is considered eligible to work armdoon Purchase Order Contracts as long as other geahisas bonding
and license requirements for the contract are met.

Information regarding the requirements to become pregel#s a Purchase Order Contract contractor, includingpilécation to
become prequalified if you are not already prequalified,beafound at the following website:
http://www.ncdot.org/business/howtogetstarted/

SAFETY AND ACCIDENT PROTECTION

In accordance with Article 107-22 of the Standard Speadiest the Contractor shall comply with all applicable
Federal, State, and local laws, ordinances, and requdadmverning safety, health, and sanitation, and shall
provide all safeguards, safety devices, and protective eguiiparel shall take any other needed actions, on his
own responsibility that are reasonably necessapydtect the life and health of employees on the jabtha
safety of the public, and to protect property in connactvith the performance of the work covered by the
contract.
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SAFETY VESTS: 6-19-0%

All Contractors' personnel, all subcontractors and gexrsonnel, and any material suppliers and their peetonn
shall wear a reflective vest or outer garment conifagrto the requirements of MUTCD at all times whiletba
project.

SP1G139

SUBLETTING OF CONTRACT

The Contractor shall not sublet, sell, transfesjgasor otherwise dispose of this contract or any porti
thereof; or his right, title, or interest thereinthvut written consent of the Engineer. Sublettinghig contract
or any portion of the contract shall conform to téquirements of Article of 108-6 of the Standard Specifoati

SUPERVISION BY CONTRACTOR

At all times during the life of the project the Contacshall provide one permanent employee who shall
have the authority and capability for overall respdlityilof the project and who shall be personally salalé at the
work site within 24 hours notice.  Such employee shalfully authorized to conduct all business with the
subcontractors, to negotiate and execute all supplenagtments, and to execute the orders or directions o
the Engineer.

At all times that work is actually being performed, entractor shall have present on the project one
competent individual who is authorized to act in a suparyisapacity over all work on the project, including
work subcontracted. The individual who has been so amélabshall be experienced in the type of work being
performed and shall be fully capable of managing, direcéind,coordinating the work; of reading and thoroughly
understanding the contract; and receiving and carrying oettins from the Engineer or his authorized
representatives. He shall be an employee of ther@ziot unless otherwise approved by the Engineer.

The Contractor may, at his option, designate one emplogy meet the requirements of both positions.
However, whenever the designated employee is absentfi® work site, an authorized individual qualified to act
in a supervisory capacity on the project shall be ptesen

TEMPORARY SUSPENSION OF WORK

In accordance with Article 108-7 of the Standard Speaifinaf the Engineer will have the authority to suspend
the work wholly or in part, any written order for symriods as he may deem necessary for any of the fotiow
reasons.

1. Conditions considered unfavorable for the suitable pragacof the work, or

2. The Contractor’s failure for correct conditions undafeworkmen or the general public, or

3. The Contractor has not carried out orders given toblyithe Engineer, or

4. The Contractor’s failure to perform any provisionshe contract.

No extension of the completion date will be allowedtfee above suspensions except as may be provided for in
Article 108-10.
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TRAFFIC CONTROL AND WORK ZONE SAFETY

The Contractor shall maintain traffic during constrmctand provide, install, and maintain all traffic cohtr

devices in accordance with these project guidelineRthyect Special Provisions, North Carolina Departnoént
Transportation Standard Specifications for Roads andt8tagcand the current edition of the Manual of Uniform
Traffic Control DeviceMUTCD).

The Contractor shall utilize complete and proper traffintrols and traffic control devices during all openagio
All traffic control and traffic control devices requiréor any operation shall be functional and in placergaahe
commencement of that operation. Signs for temponaeyations shall be removed during periods of inactivity.
The Contractor is required to leave the project in am@athat will be safe to the traveling public and \wigll
not impede motorists.

Traffic movements through lane closures on roads withway traffic shall be controlled by flaggers staéidrat
each end of the work zone. In situations where sigtdnite is limited, the Contractor shall provide addation
means of controlling traffic, including, but not limiteal two-way radios, pilot vehicles, or additional flagger
Flaggers shall be competent personnel, adequately traiflagging procedures, and furnished with proper safety
devices and equipment, including, but not limited to, safesys and stop/slow paddles.

All personnel when working in traffic areas or areaslose proximity to traffic shall wear an approvedsatest,
or shirt or jacket which meets the color requirementtie_ Manual of Uniform Traffic Control Devices
(MUTCD).

The Contractor shall comply with all applicable FedeBéhte, and local laws, ordinances, and regulations
governing safety, health, and sanitation, and shalligell safeguards, safety devices, and protective equipment,
and shall take any other needed actions, on his oywoms#ility that are reasonably necessary to pratectife

and health of employees on the job and the safetyegbaiblic, and to protect property in connection with the
performance of the work covered by the contract.

Failure to comply with any of the requirements for safand traffic control of this contract shall result
suspension of work as provided in subarticle 108-7(B) of thedard Specifications

UTILITY CONFLICTS

It shall be the responsibility of the Contractorctimtact all affected utility owners and determine tlexige
locations of all utilities prior to beginning constracti Utility owners shall be contacted a minimum 8fthburs
prior to the commencement of operations. Specialsizakbe used in working around or near existing utilities
protecting them when necessary to provide uninterruptegeserin the event that any utility service is
interrupted, the Contractor shall notify the utility mav immediately and shall cooperate with the ownehjr
representative, in the restoration of service insti@rtest time possible. Existing fire hydrants dimkept
accessible to fire departments at all times.

The Contractor shall adhere to all applicable regulatand follow accepted safety procedures when working in
the vicinity of utilities in order to insure the safetf construction personnel and the public.

WORKERS’ COMPENSATION INSURANCE

Pursuant to N.C.G.S. 8§ 97-19, all contractors of the Deeaittof Transportation are, prior to beginning seryices
required to show proof of coverage issued by a workerspeosation insurance carrier, or a certificate of
compliance issued by the Department of Insurance fbinsered subcontractors stating that it has complied wit
N.C.G.S. § 97-93 irrespective of whether subcontractors fegularly in service fewer than three employees in

18



the same business within the State of North Caradind subcontractors shall be hereinafter liable uttder
Workers’ Compensation Act for payment of compensati@hather benefits to its employees for any injury or
death due to an accident arising out of and in the co@iggerformance of the work insured by the subcontractor.

ERRATA

(7-21-09) Z-4
Revise theStandard Specifications for Roads and Structures July 80C4l projects as follows:
Division 1
Page 1-1, replace AREA - American Railway Engineeringpéission withAmerican Railway Engineering and
Maintenance of Way Association.
Page 1-7, removel- in middle of page after INVITATION TO BID and before BORATORY.

Page 1-25, 102-16(R), move 2nd paragraph to left margin. It ia part of this subarticle, but part of the entire
article.

Division 2
Page 2-9, Subarticle 225-1(C) paragraph, ® line, last word, add a “d” to make the word grade become
graded.
Page 2-15, Subarticle 226-3, 5th paragraph, first line, regiecedrdin with the wordis.

Page 2-23, Subarticle 235-4(B)(9), at the end of the sentedace finished greater with finishgrhde.
Page 2-28, Article 260-3, First paragraph, second line, rethewsordfoot

Division 3
Page 3-13, Article 340-4, Second paragraph, change FlowablalBadkibwableFill

Division 4
Page 4-29, Article 420-13(A) Description, change referenee 8ection 1082 térticle 1081-6.
Page 4-40 Subarticle 420-17(F) first line, change Subarticle 4&B)-1d(B) herein.
Page 4-70, Article 442-13(B) Second sentence, change SSPC8Etod8SPC Guidé.
Pages 4-72, 4-74, 4-76, at the top of the page, substitute thirdh8action 452 with Sectiab0.
Page 4-79, at the top of the page, substitute the headingrS€sd with Sectiod52
Page 4-80, change 452-7 to 463t the top of the page.
Page 4-80, change Pay Item __ Steel Pile Retaining VWeBibett Pile Retaining Walls.
Page 4-88, 462-4, Title, Replace last word Measurement veitiwoihdPAYMENT

Division 5

Page 5-8, Article 501-15 Measurement and Payment, deletehithmartgraph that begins The quantity of lime,
measured as provided ...
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Page 5-14, Article 520-11 Measurement and Payment, first pphagiecond line, deletell be.
Division 6
Page 6-3, Article 600-9, 2nd Paragraph on this page, replace 81B-51&#.

Pages 6-30 and 31, Subarticle 610-3(A)(13) Move 2 paragraphs fromatigen to the right under the number
(13).

Page 6-43, Article 610-8, 4th paragraph, remove thettiest

Page 6-44, 2nd full paragrapli; dentence, delete the firmtd and addransverse just before cross-slope control.
Page 6-51, at the top of the page, &tigt14 on the same line, and just before the heading MAINTEREN
Page 6-53, Article 620-4 sixth paragraph, second line; the thatcghould bevhich.

Page 6-66, title, Replace EXISTNG wEXISTING

Page 6-66, Article 657-1, Description, first sentence, repR&/AR (hot-poured rubber asphalt whibt applied
joint sealer.

Page 6-66, Article 657-2, replace PS/AR (Hot-Poured Rubber Asptiathe following:

Item Section
Hot Applied Joint Sealer 1028-2

Page 6-67, at the top of the page, substitute the headingrS&s4 with Sectio657.

Page 6-67, Article 657-3 Construction Methods, 2nd paragraphceepla/AR sealant withot applied joint
Sealer.

Page 6-71, 660-9(B)(1), Replace the first sentence of gteéragraph with the following:

Using the quantities shown inTable 660-1, apply asphalt material to the existing surface followed by an
application of No. 78 M or lightweight aggregate

Page 6-89; Add a period at the end of the last sentenice bbttom of the page.

Page 6-90, Article 663-5, first paragraph, first sentencengeh&00F tcb0°F; third paragraph, fourth sentence
change 3250F t825°F.

Division 7
Page 7-12, at the top of the page, substitute the headingrS&td with Sectio00.
Page 7-15, Article 710-9, 4th paragraph, last line, change 710-td@B)0-1D(B).

Division 8
Page 8-13, Article 808-3, 4th Paragraph, third line, replacedzaion withExcavation
Page 8-35, Article 848-2, Item: Replace Cncrete @ihcrete

Division 9
Page 9-2, ad€01-3 just before CONSTRUCTION METHODS
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Division 10

Page 10-12, near bottom of page &)l before Proportioning and Mixing of Modified Compositiom#hich
should be bold type.

Page 10-28, at the top of the page, substitute SectidgfaOoQ005.

Page 10-54, Subarticle 1018-2A), First line, substitB)efor II, third line, substitut¢B)(2) for 11-b.
Pages 10-56, 10-58, 10-60 at the top of the page, substitute S&xi®with Sectiord020.

Page 10-84, Table 1042-1, Class 2, Maximum, change from 23r to

Page 10-84, Article 1042-2 Testing, last sentence, replaeeotiokalterations with the wordcles.
Page 10-100, Table 1056-1, replace on the line for TrapezoidaSteength:

Type 1 Type 2 Type 3 Type 4
Class A Class B Soil Stabilization
45 1b 75 b -- -- 751b

Page 10-116, Subarticle 1070-10, first paragraph, second sentkhoejust before cold-forged sleeve.
Pages 10-136 through 10-147, at the top of the page, substitutenS€&td with Sectiod072.

Page 10-157, Article 1077-11, first paragraph, change the refdrent&ubarticle 420-18(B) to Subarticle 420-
17(B).

Page 10-200, Subarticle 1080-14(B), change reference to ASTIVBD335
Page 10-211, at the top of the page, substitute Section 108%e«iibon1082.
Page 10-229, adtD88-6 BLANK on the line above 1088-7 TUBULAR MARKERS.
Page 10-244, adid89-10BLANK and1089-11BLANK on the lines just above 1089-12 FLAGGER.
Page 10-272, delete Article 1098-6 in its entirety. Renumbigles 1098-7 through 1098-17 as Articles 1098-6
through 1098-16 consecutively.
Division 12
Page 12-21 Add266-2 just before the heading MATERIALS.

Division 14
Page 14-33, Article 1413-6, first paragraph, first sentenst|ifie, replace madsith paid for.

Division 15
o Page 15-2 adti500-4 just before the heading WEEKEND, NIGHT AND HOLIDAY WRK.

o Page 15-4, Subarticle 1505-3(A)(2), replace the 2nd line witfotlesving: Provide shielding or shoring as
required under Section 150 or as required elsewherein the contract.

o Page 15-5, add505-6 on the same line and just before the heading MEASUREMEND PAYMENT.
(Remove the period after PAYMENT.)

o Page 15-6, Article 1505-6(3), deleteSection 117%2nd replace it witlkelsewhere in the contract
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o Page 15-8, adii510-4on the same line and just before the heading MEASUREMEND PAYMENT.

o Page 15-10, substituBLANK for CONSTRUCTION REQUIREMENTS on the same line gt before
1515-4.

o Page 15-10, substitu@ONSTRUCTION REQUIREMENTS for General Requirements

o Page 15-10, Article 1515-4, adD) just before the bolded Fire Hydrants.

o Page 15-13, Article 1520-3, 8th paragraph, pigd after diameter.

o Page 15-22, adib40-3 on the same line and just before the heading CONSTROE REQUIREMENTS.

o Page 15-28, Replace 1550-6 METHOD OF MEASUREMENT WMItBASUREMENT AND PAYMENT.
Division 16

o Page 16-12, Subarticle 1632-1(C) % Inch hardware cloth, chaageinimum width from 24 inches to 48
inches.

Division 17
o Page 17-19, Subarticle 1725-2 Material, Second paragraph, chaie 2098-7 to 109%
o Page 17-20, Subarticle 1726-2 Material, Second paragraph, chaige 298-8 to 1098

END

Project Special Provisions

NOTES TO CONTRACTOR

The Contractor's attention is directed to the foligyvi
The Contractor will not be allowed to resurface SR 24ti#ll all other SR’S are complete.
The Contractor shall not close more than one ldmeaffic without prior approval of the Engineer.

Portable "Road Construction Ahead" signs may be usézliof post mounted signs, as directed by the Engineer.
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The Standard Specifications, Section 104-5, "Overruns addridims of Contract Quantities” is amended to
exclude the item of "Borrow Excavation".

The resurfacing of streets forming a part of the Ui®gstem shall be coordinated with the appropriate Municipal
Official so parking may be removed during construction.

The Paved Shoulders shall be resurfaced at the sameaslppesently exists.

Prior to resurfacing, the existing pavement markerdaiee removed and the depressions filled with an approvec
surface mix. No direct payment will be made for perfogrihis work. The markers removed will become the
property of the contractor.

The Standard Specifications, Section 610-7, "Transportafid&sphalt Mixture" is amended to include the
following: "All covers shall extend down over the side®l back of the vehicle body for a distance of 12 inches
and shall be securely fastened."

The contractor will not be allowed to use compactiguigment in the vibratory mode on any Type “A” and Type
“B” superpave mixes. The contractor will be required btag densities in accordance with specifications. The
contractor may add additional compaction equipment atgtigroin order to achieve the required densities.

Shoulders must be completed prior to application of themstiplpavement marking edgelines.

MINORITY BUSINESS ENTERPRISE AND WOMEN BUSINESS ENTERPRISE:

(PO & MUNICIPALITIES)
(10-16-07) (10-20-09) SP1G68

Policy

It is the policy of the North Carolina DepartmentTofinsportation that Minority Business Enterprises (MBE
and Women Business Enterprises (WBES) as defin&5i136-28.4hall have the equal opportunity to compete
fairly for and to participate in the performance oftcaats financed in whole or in part by State Funds.

Obligation

The Contractor, subcontractor, and sub-recipient sbaltiscriminate on the basis of race, religion, odoeed,
national origin, sex, handicapping condition or age inghdgormance of this contract. The Contractor shall
comply with applicable requirements GfS 136-28.4n the award and administration of state funded corgtract
Failure by the Contractor to comply with these requinets is a material breach of this contract, whiey nesult

in the termination of this contract or such othenedy, as the Department deems necessary.

Definitions

Commitment- The approved MBE/WBE participation submitted by the ericontractor during the bidding
process.
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Committed MBE/WBE Any MBE/WBE listed on the MBE/WBE commitment lgpproved by the Department at
the time of bid submission or any MBE/WBE utilized aseplacement for a MBE/WBE firm listed on the
commitment list.

Department (DOT)North Carolina Department of Transportation (See klpality)

Municipality —The entity letting the contract, when this provisiefers to the Department or DOT, it shall mean
the municipality, if applicable.

Minority Business Enterprise (MBE) A firm certified as a Disadvantaged Minority-Owned Bass Enterprise
through the North Carolina Unified Certification Pragra

Women Business Enterprise (WBE)A firm certified as a Disadvantaged Women-Owned Busiggerprise
through the North Carolina Unified Certification Pragra

MBE/WBE — This term is used for convenience only. Minority iBass Enterprise and Women Business
Enterprise are not interchangeable terms and the fgoagher or both are not interchangeable.

Goal- The MBE/WBE patrticipation specified herein

Letter of Intent “Written documentation of the bidder/offeror's committnem use a MBE/WBE subcontractor
and confirmation from the MBE/WBE that it is partidijpg in the contract.

Manufacturer- A firm that operates or maintains a factory orabshment that produces on the premises the
materials or supplies obtained by the Contractor.

Regular Dealer- A firm that owns, operates, or maintains a staa@ehouse, or other establishment in which the
materials or supplies required for the performance otdmtract are bought, kept in stock, and regularly sold to
the public in the usual course of business. A regular ealgages in, as its principal business and in its own
name, the purchase and sale or lease of the productsstioqueA regular dealer in such bulk items as steel,
cement, gravel, stone, and petroleum products need not kebppsoducts in stock, if it owns or operates

distribution equipment. Brokers and packagers are not regasdethnufacturers or regular dealers within the
meaning of this section.

Form RS-1-D- Form for subcontracts involving MBE/WBE subcontaast attesting to the agreed upon unit
prices and extensions for the affected contract items.

North Carolina Unified Certification Rygram- A program that provides comprehensive informatioagplicants
for certification, such that an applicant is requirecapply only once for a MBE/WBE certification that wle
honored by all recipients of USDOT funds in the staie @ot limited to the Department of Transportation only
The Certification Program is in accordance WithCFR Part 26

Standard Specifications Fhe general term comprising all directions, provisicargj requirements contained or
referred to in thé&North Carolina Department of Transportation Standard Specifications for Roads andu&isuct
and any subsequent revisions or additions to such bookrh@ésued under the titBupplemental Specificatians

Contract Goal
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The following goals for participation by Minority Bussge Enterprises and Women Business Enterprises ar
established for this contract.

(A)  Minority Business Enterpris€8) %
(1) If the goal is more than zerahe Contractor shall exercise all necessary aasoreble steps to
ensure that Minority Business Enterprises participatat ileast the percent of the contract as set

forth above as the goal.

(2) If the goal is zerpthe Contractor shall continue to recruit the MBIEd eeport the use of MBEs
during the construction of the project. A good faith effwill not be required with a zero goal.

(B) Women Business Enterpris&y 0o
(1) If the goal is more than zerahe Contractor shall exercise all necessary aasoreble steps to
ensure that Women Business Enterprises participate leastt the percent of the contract as set

forth above as the goal.

(2) If the goal is zerpthe Contractor shall continue to recruit the WBES eeport the use of WBEs
during the construction of the project. A good faith effmill not be required with a zero goal.

Contract Requirement

The approved MBE/WBE participation submitted by the Camtrashall be th€ontract Requirement.

Certified Transportation Firms Directory

Real-time information about firms doing business wité Department and firms that are certified through North
Carolina’s Unified Certification Program is availaliethe Directory of Transportation Firms. The Bi@y can

be accessed by the link on the Department’s homepdgeenteringhttps://apps.dot.state.nc.us/vendor/directory
in the address bar of your web browser. Only firmsitilled as MBE/WBE certified in the Directory can be
utilized to meet the contract goals.

The listing of an individual firm in the Department’satitory shall not be construed as an endorsement of thi
firm’'s capability to perform certain work.

Listing of MBE/WBE Subcontractors in Contract

Only those MBE/WBE firms with current certificatioswe acceptable for listing in the bidder's submittal of
MBE/WBE patrticipation. The Contractor shall indictétte following required information:

(A) If the goal is more than zeroidders, at the time the bid proposal is submitted, shalnit a listing of
MBE/WBE participation on the appropriate form (or fadrthereof) contained elsewhere in the contract
documents in order for the bid to be considered responsiidders shall indicate the total dollar value of
the MBE/WBE participation for the contract. If th&der has no MBE/WBE patrticipation, he shall
indicate this on the form “Listing of MBE/WBE Subcaattors” by entering the word or number zero.
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This form shall be completed in its entiretyBlank forms will not be deemed to represent zero
participation. Bids submitted that do not have WBE/MBE participatmmicated on the appropriate form
will not be read publicly during the opening of bids. ThepBrtment will not consider these bids for award
and the proposal will be returned to the bidder.

(B) If the goal is zerobidders at the time the bid proposal is submitted, sh&dir the word “zero” or number
“0” or if there is participation, add the value on thasting of MBE/WBE Subcontractors” (or facsimile
thereof) contained elsewhere in the contract documents

Written Documentation — Letter of Intent

The bidder shall submit written documentation of the biddieror's commitment to use MBE/WBE
subcontractors whose participation it submits to meetomtract goal and written confirmation from each
MBE/WBE, listed in the proposal, indicating their pagation in the contract. This documentation shall be
submitted on the Department’s form titled “Letter offeimt to Perform as Subcontractor”. This letterrémt
form is available at:

http://www.ncdot.org/doh/preconstruct/ps/contracts/lefietient.pdf It shall be received in the office of the
(Officer/Engineerno later than_(Time of Day)f the (No. of Daystalendar day following opening of bids.

If the bidder fails to submit the letter of intentrieeach committed MBE/WBE listed in the proposal indnati
their participation in the contract, the MBE/WBE papation will not count toward meeting the goal.

Counting MBE/WBE Patrticipation Toward Meeting MBE/WBE Goal of Zero or More

(A) Ifafirmis determined to be an eligible MBE/WBEnNiir the total dollar value of the participation by the
MBE/WBE will be counted toward the contract requiremembe total dollar value of participation by a
certified MBE/WBE will be based upon the value of workuady performed by the MBE/WBE and the
actual payments to MBE/WBE firms by the Contractor.

(B) When a MBE/WBE performs as a participant in a joiahture, the Contractor may count toward its
MBE/WBE goal a portion of the total value of participatiwith the MBE/WBE in the joint venture, that
portion of the total dollar value being a distinct datefined portion of work that the MBE/WBE
performs with its forces.

<) (@ The Contractor may count toward its MBE/WBE goalyoexpenditures to MBE/WBEs that
perform a commercially useful function in the work o€amtract. A MBE/WBE performs a
commercially useful function when it is responsible éaecution of the work of the contract and is
carrying out its responsibilities by actually performinganaging, and supervising the work
involved. To perform a commercially useful functiore M BE/WBE shall also be responsible with
respect to materials and supplies used on the contraciedotiating price, determining quality and
qguantity, ordering the material and installing (where apple) and paying for the material itself.
To determine whether a MBE/WBE is performing a comia#tyauseful function, the Department
(Insert Municipality Name and delete Department, if appl® will evaluate the amount of work
subcontracted, industry practices, whether the amourfirthas to be paid under the contract is
commensurate with the work it is actually performing #mel MBE/WBE credit claimed for its
performance of the work, and other relevant factors.
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(2) A MBE/WBE may enter into subcontracts. Work tleatMBE/WBE subcontracts to another
MBE/WBE firm may be counted toward the contract godork that a MBE/WBE subcontracts
to a non-MBE/WBE firm does not count toward the casttigoal. If a MBE/WBE contractor or
subcontractor subcontracts a significantly greater godf the work of the contract than would be
expected on the basis of standard industry practicesvViBi & WBE shall be presumed not to be
performing a commercially useful function. The MBE/WBtay present evidence to rebut this
presumption to the Department (Insert Municipality Name @elete Department, if applicapfer
commercially useful functions. The Department’s (Ihs&funicipality Name and delete
Department, if applicabjedecision on the rebuttal of this presumption will ipalf

3) The following factors will be used to determine IMBE/WBE trucking firm is performing a
commercially useful function.

(a) The MBE/WBE shall be responsible for the managenaed supervision of the entire
trucking operation for which it is responsible on a patér contract, and there shall not be
a contrived arrangement for the purpose of meeting MBE\Yy&als.

(b) The MBE/WBE shall itself own and operate at leaste fully licensed, insured, and
operational truck used on the contract.

(c) The MBE/WBE receives credit for the total valdetlee transportation services it provides
on the contract using trucks it owns, insures, and opeusing drivers it employs.

(d) The MBE/WBE may lease trucks from another MBE/WBi, including an owner-
operator who is certified as a MBE/WBE. The MBE/WBEoneases trucks from another
MBE/WBE receives credit for the total value of thangportation services the lessee
MBE/WBE provides on the contract.

(e) The MBE/WBE may also lease trucks from a non-MBBE firm, including from an
owner-operator. The MBE/WBE who leases trucks fronoa-MBE/WBE is entitled to
credit for the total value of transportation servipesvided by non-MBE/WBE lessees not
to exceed the value of transportation services provigddBE/WBE-owned trucks on the
contract. Additional participation by non-MBE/WBE less receives credit only for the fee
or commission it receives as a result of the leasangement. The value of services
performed under lease agreements between the MBE/WBE@mgactor will not count
towards the contract requirement.

) For purposes of this paragraph, a lease shall indibatethe MBE/WBE has exclusive use
of and control over the truck. This does not precluded@ased truck from working for
others during the term of the lease with the consktiitecoMBE/WBE, so long as the lease
gives the MBE/WBE absolute priority for use of the ézhdruck. Leased trucks shall
display the name and identification number of the MBEBAVB

(D) A contractor may count toward its MBE/WBE goals 60 petrce its expenditures for materials and

supplies required to complete the contract and obtainedMBEYWBE regular dealer and 100 percent of
such expenditures to a MBE/WBE manufacturer.
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(E) A contractor may count toward its MBE/WBE goals tbkofving expenditures to MBE/WBE firms that
are not manufacturers or regular dealers:

(1) The fees or commissions charged by a MBE/WBE fomproviding a bona fide service, such as
professional, technical, consultant, or managerialices, or for providing bonds or insurance
specifically required for the performance of a DOT-aediscontract, provided the fees or
commissions are determined to be reasonable and messie as compared with fees and
commissions customarily allowed for similar services.

(2) The fees or commissions charged for assistarnte iprocurement of the materials and supplies, or
for transportation charges for the delivery of matewa supplies required on a job site (but not the
cost of the materials and supplies themselves), proviiedees are not from a manufacturer or
regular dealer and provided the fees are determined t@benable and not excessive as compared
with fees customarily allowed for similar services.

Good Faith Effort for Projects with Goals more than Zero

If the MBE/WBE patrticipation submitted in the bid by thpparent lowest responsive bidder does not meet o
exceed the MBE/WBE contract goals, the apparent lovesgbnsive bidder shall submit to the (Officer/Engineer)
documentation of its good faith efforts made to readh eantract goal. One complete set and 9 copies of this
information shall be received in the office of tl@fficer/Engineer)no later than (Time of Dayf the (No. of
Days) calendar day following opening of bid&Vhere the information submitted includes repetitiouscation
letters it will be acceptable to submit a represergagtter along with a distribution list of the firrtisat were
solicited. Documentation of MBE/WBE quotations shalldbpart of the good faith effort submittal as necgssar
to demonstrate compliance with the factors listedvibeMhich the Department (Insert Municipality Name and
delete Department, if applicapleonsiders in judging good faith efforts. This documemnitathay include written
subcontractor quotations, telephone log notations d@aveuotations, or other types of quotation documentation.

The following factors will be used to determine if thidder has made adequate good faith effort:

(A Whether the bidder attended any pre-bid meetings thaé weheduled by the Department (Insert
Municipality Name and delete Department, if applicalile inform MBE/WBEs of subcontracting
opportunities.

(B) Whether the bidder provided solicitations through alko@able and available means (e.g. advertising in
newspapers owned and targeted to the MBE/WBEs at leastlet@lar days prior to bid opening).
Whether the bidder provided written notice to all MBE/@&Blisted in the NCDOT Directory of
Transportation Firms, within the Divisions and surrongdDivisions where the project is located, that
specialize in the areas of work (as noted in the MBEA/MDIrectory) that the bidder will be subletting.

(C)  Whether the bidder followed up initial solicitations inferests by contacting MBE/WBEs to determine
with certainty whether they were interested. leasonable amount of MBE/WBEs within the targeted
Divisions do not provide an intent to quote or no MBEM®¥Bspecialize in the subcontracted areas, the
bidder shall notify MBE/WBES outside of the targeted loms that specialize in the subcontracted areas.
and call the Director of Business and Opportunity Worlddbevelopment_(Inseiunicipality Name and
delete Department title, if applicapl® give notification of the bidder's inability to gdBE/WBE quotes.
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(D)  Whether the bidder selected portions of the work tpdsé@ormed by MBE/WBES in order to increase the
likelihood of meeting the contract goals. This includekere appropriate, breaking out contract work
items into economically feasible units to facilitdéBE/WBE participation, even when the bidder might
otherwise perform these work items with its own fgrce

(E)  Whether the bidder provided interested MBE/WBEs with adegarad timely information about the plans,
specifications and requirements of the contract.

(F)  Whether the bidder negotiated in good faith with intesMBE/WBEs without rejecting them as
ungualified without sound reasons based on a thorough ma&gst of their capabilities. Any rejection
should be noted in writing with a description as to winyagreement could not be reached.

(G) Whether gquotations were received from interested MBEAVlirms but rejected as unacceptable without
sound reasons why the quotations were considered unadeeptab

(H)  Whether the bidder specifically negotiated with sub@mttrs to assume part of the responsibility to meet
the contract MBE/WBE goals when the work to be subtdtides potential for MBE/WBE participation.

0] Whether the bidder made any efforts and/or offeredtassie to interested MBE/WBEs in obtaining the
necessary equipment, supplies, materials, insurance, dwdiding to satisfy the work requirements in the
bid proposal.

@)) Any other evidence that the bidder submits which shmav the bidder has made reasonable good faith
efforts to meet the contract goal.

If a bidder is the apparent lowest responsive bidder ae than one project within the same letting locatetthén
same geographic area of the state, as a part of thefgjgodffort the Department (Insert Municipality Namsued
delete Department, if applicablejll consider allowing the bidder to combine the MBEtjzgpation as long as the
MBE overall goal value of the combined projects is exdnl.

If a bidder is the apparent lowest responsive bidder ae than one project within the same letting locatetthén
same geographic area of the state, as a part of thefgjgodffort the Department (Insert Municipality Namsued
delete Department, if applicablejll consider allowing the bidder to combine the WBEtjg#pation as long as the
WBE overall goal value of the combined projects iseaul.

If the Department_(Insert Municipality Name and delegp@rtment, if applicabledoes not award the contract to

the apparent lowest responsive bidder, the Departmesér{liMunicipality Name and delete Department, if

applicablg¢ reserves the right to award the contract to the tmxest responsive bidder that can satisfy the
Department (Insert Municipality Name and delBtepartment, if applicablehat the contract goal can be met or
that adequate good faith efforts have been made to heegbal.

MBE/WBE Replacement
The Contractor shall not terminate a committed MBBBAsubcontractor for convenience or perform the work

with its own forces or those of an affiliate. Iet Contractor fails to demonstrate reasonable sffortreplace a
committed MBE/WBE firm that does not perform as intehdeth another committed MBE/WBE firm or
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completes the work with its own forces without the Bagr (Insert Title and delete Engineer, if appliceble
approval, the Contractor may be disqualified from furtheding for a period of up to 6 months.

The Contractor shall comply with the following foptacement of committed MBE/WBE.

(A)

(B)

Performance Related Replacement

When a MBE/WBE is terminated or fails to complete wierk on the contract for any reason, the
Contractor shall take all necessary, reasonable sbepeplace the MBE/WBE subcontractor with another
MBE/WBE subcontractor to perform at least the sameuwst of work as the MBE/WBE that was
terminated. The Contractor is encouraged to firstgdteo find another MBE/WBE firm to do the same
work as the MBE/WBE that was being terminated.

To demonstrate necessary, reasonable good faithsgftbet Contractor shall document the steps they have
taken to replace any MBE/WBE subcontractor who is @nabl perform successfully with another
MBE/WBE subcontractor. Such documentation shall inclugdenot be limited to the following:

(1) Copies of written notification to MBE/WBEs thdteir interest is solicited in subcontracting the
work defaulted by the previous MBE/WBE subcontractor aguibcontracting other items of work
in the contract.

(2) Efforts to negotiate with MBE/WBEs for specific ids including, at a minimum:
(a) The names, addresses, and telephone numbers of NBES/\Who were contacted.

(b) A description of the information provided to MBE/W8HEegarding the plans and
specifications for portions of the work to be performed.

(3) For each MBE/WBE contacted but rejected as unqualified, reasons for the Contractor’'s
conclusion.

(4) Efforts made to assist the MBE/WBEs contactede#ded, in obtaining bonding or insurance
required by the Contractor.

Decertification Replacement

(1) When a committed MBE/WBE is decertified by the Dépant (Insert Municipality Name and
delete Department, if applicablegfter a Request for Subcontract has been received ey th
Department (Insert Municipality Namand delete Department, if applicgblehe Department
(Insert Municipality Nameand delete Department, if applicgbleill not require the Prime
Contractor to solicit replacement MBE/WBE participatiequal to the remaining work to be
performed by the decertified firm. The participation eqaahe remaining work performed by the
decertified firm will count toward the contract requirerne

(2) When a committed MBE/WBE is decertified prior to thepartment (Insert Municipalitilame
and delete Department, if applicableeceiving a Request for Subcontract for the named
MBE/WBE firm, the Prime Contractor shall take alcassary and reasonable steps to replace the
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MBE/WBE subcontractor with another MBE/WBE subcontoacto perform at least the same
amount of work to meet the contract goal or demonsthatieit has made a good faith effort to do
So.

Changes in the Work

When the Engineer makes changes that result in the m@duwnt elimination of work to be performed by a

committed MBE/WBE, the Contractor will not be requitedseek additional participation. When the Engineer
makes changes that result in additional work to be peeldrby a MBE/WBE based upon the Contractor’s
commitment, the MBE/WBE shall participate in additiowalrk to the same extent as the MBE/WBE patrticipated
in the original contract work.

When the Engineer makes changes that result in exiilg which has more than a minimal impact on the @antr
amount, the Contractor shall seek additional participabg MBE/WBEs unless otherwise approved by the
Engineer.

When the Engineer makes changes that result in aatateof plans or details of construction and a porbioall
of work had been expected to be performed by a commite&8/WBE, the Contractor shall seek participation by
MBE/WBESs unless otherwise approved by the Engineer.

When the Contractor requests changes in the work é&saitrin the reduction or elimination of work that the
Contractor committed to be performed by a MBE/WBE, @entractor shall seek additional participation by
MBE/WBEs equal to the reduced MBE/WBE patrticipation causeithd changes.

Reports

All requests for subcontracts involving MBE/WBE subcaators shall be accompanied by a certification exelcute
by both the Prime Contractor and the MBE/WBE sube@mtr attesting to the agreed upon unit prices and
extensions for the affected contract items. THsrmation shall be submitted on the Department ForrlR%
located at:

http://www.ncdot.org/doh/forms/files/FORMRS-1-D.damless otherwise approved by the Engineer (Insert
Municipality Name and delete Engineer, if applicableThe Department_(InseMunicipality Name and delete
Department, if applicabjereserves the right to require copies of actual subacintagreements involving
MBE/WBE subcontractors.

Within 30 (Enter No. of Daysyalendar days of entering an agreement with a MBE/\fdBEnaterials, supplies or
services, not otherwise documented by a Request for Bbcbas specified above, the Contractor shall farnis
the Engineer a copy of the agreement. The documentltmudd also indicate the percentage (60% or 100%) of
expenditures claimed for MBE/WBE credit.

All certifications will be considered a part of the jexd records, and consequently will be subject to pesalti
under State Law associated with falsifications of résaelated to projects.

Commitment

MBE/WBE firms submitted with the Letter of Intent participate in the work shall be used unless otherwise
approved by the Department. Provisions for replacenfddBE/WBE firms are included in this provision.
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Reporting MBE/WBE Participation

(A) The Contractor shall provide the Engineer with armoanting of payments made to MBE/WBE firms,
including material suppliers, contractors at all levplsnfie, subcontractor, or second tier subcontractor).
This accounting shall be furnished to the Engineer figrgaven month by the end of the following month.
Failure to submit this information accordingly may reguthe following action:

(1) Withholding of money due in the next partial pay esténor
(2) Removal of an approved contractor from the prequaliielders list or the removal of other

entities from the approved subcontractors list. (Mpaity may add to, change or delete this
section)

(B) The Contractor shall report the accounting of paymentshe Department’'s MBE/WBE Subcontractor
Payment Information Form DBE-IS, which is availalale http://www.ncdot.org/doh/forms/files/DBE-
IS.xls. This shall be reported to the (Officer/Engineer)

(C) Contractors reporting transportation services providedom-MBE/WBE lessees shall evaluate the value
of services provided during the month of the reporting pesiay.

Prior to payment of the final estimate, the Contvacthall furnish an accounting of total payment to each
MBE/WBE. A responsible fiscal officer of the payemntractor, subcontractor, or second tier subcontraghor
can attest to the date and amounts of the paymentseitdy that the accounting is correct.

While each contractor (prime, subcontractor, 2nd tidrcentractor) is responsible for accurate accounting of
payments to MBE/WBES, it shall be the prime contréstresponsibility to report all monthly and final pagm
information in the correct reporting manner.

Because NCDOT funding is being used to fund this projedtydaon the part of the Contractor to submit the
required information in the time frame specified mayltan the disqualification of that contractor and affjiate
companies from further bidding on any NCDOT funded projesti the required information is submitted.

Because NCDOT funding is being used to fund this projetiydann the part of any subcontractor to submit the
required information in the time frame specified mayltan the disqualification of that contractor and affjiate
companies from further working on any State or Fedefalied projects until the required information is
submitted.

Failure to Meet Contract Requirements

Failure to meet contract requirements in accordande Avticle 102-16(J) of th&tandardSpecificationsnay be
cause to disqualify the Contractor.
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COOPERATION WITH STATE FORCES AND OTHER CONTRACTORS

The Contractor’s attention is directed to Article 105¢7The Standard Specifications. The Contractor on this
project shall cooperate with State Forces and othatr@ctors working within or adjacent to the limitsthif
project to the extent that the work can be carriedothe best advantage of all concerned.

DAMAGE TO EXISTING PAVEMENT, BASE, SUBGRADE, AND PR OPOSED
PAVEMENT

In addition to the requirements of the Standard Speaificstoncerning this subject, the Contractor is cautioned
that he will be held responsible for all damages tgthement, base, and subgrade caused by his operations,
including but not limited to, rutting and shoving of thesérg or proposed pavement and yielding or rutting of the
existing base and subgrade.

The Contractor is cautioned to limit the weight ofdugiipment and the frequency of hauls so as to not damage
the existing pavement, base, subgrade and the proposed paveme

Any subgrade or base failures which the Contractor fimas to the beginning of his operations or during the
conditioning of the existing base are to be broughheécattention of the Engineer in writing. Repairshose
areas will be made by DOT forces. Once these defialeas have been repaired, the requirements ofibEab
Provision will fully apply.

DRIVEWAYS AND PRIVATE PROPERTY

The Contractor shall maintain access to drivewaysalfaesidents and property owners throughout the liftbhef
project.

The Contractor shall not perform work for privatezetis or agencies in conjunction with this project bniw
the project limits of this contract. Any driveway pawy a Contractor which ties into a NCDOT systeadro
being paved by the Contractor must be paved either pridretroad paving project or after its completion.

NOTIFICATION OF OPERATIONS

The Contractor shall notify the Engineer 48 hoursdaaace of beginning work on this project. The
Contractor shall give the Engineer sufficient noti¢ealb operations for any sampling, inspection or acasgga
testing required.
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DRIVEWAYS AND PRIVATE PROPERTY

The Contractor shall maintain access to drivewaysalfaesidents and property owners throughout the litbhef
project.

The Contractor shall not perform work for privatezetis or agencies in conjunction with this project bniw
the project limits of this contract. Any driveway pawy a Contractor which ties into a NCDOT systeadro
being paved by the Contractor must be paved either pridnetroad paving project or after its completion.

PLAN, DETAIL AND QUANTITY ADJUSTMENTS

The Department reserves the right to make, at anydurnag the progress of the work, such alterations in plans
or the details of construction as may be found necgssatesirable by the Engineer to complete the project.

SUBSURFACE INFORMATION:

(7-1-95) SP1 G112

There isno subsurface information available on this project.e Qontractor shall make his own investigation of
subsurface conditions.

MAINTENANCE OF PROJECT

The Contractor shall be responsible for maintainirggroject as directed by Section 104-10 in the Standard
Specifications.

PROSECUTION AND PROGRESS

The Contractor shall pursue the work diligently with woeknm sufficient numbers, abilities, and supervision, an
with equipment, materials, and methods of constructianasbe required to complete the work described in the
contract by the completion date and in accordanceSdtition 108 of the Standard Specifications

Work shall only be performed when weather and vigtiidnditions allow safe operations.

The Contractor shall temporarily remove his equipmehfthe travelway for emergency vehicles and schos¢$®
as directed by the Engineer.
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PRECONSTRUCTION CONFERENCE

In accordance with Section 108-3 of the Standard Spemfisata preconstruction conference will be required
prior to beginning work.

ASPHALT PAVEMENTS - SUPERPAVE.:
(7-18-06)(Rev 4-20-10) RR6R01

Revise the2006 Standard Specificatioas follows:
Page 6-2, Article 600-9 Measurement and Payment, delete theed paragraph.

Page 6-12, Subarticle 609-5(C)2, Required Sampling and Testing Freencies, first partial paragraph at
the top of the page, delete last sentence and add the foliog:

If the Engineer allows the mix to remain in place,rpeagt will be made in accordance with Article 105-3.

Page 6-12, Subarticle 609-5(C)2, QUALITY CONTROL MINIMUM SAMPLING AND TESTING
SCHEDULE

First paragraph, delete and replace with the following

Sample and test the completed mixture from each mix desigplant per year at the following minimum
frequency during mix production:

Second paragraph, delete the fourth sentence, and replacéthwvthe following
When daily production of each mix design exceeds 100 tonsaamdularly scheduled full test series
random sample location for that mix design does not odating that day’'s production, perform at least
one partial test series consisting of Items A and tBenschedule below.

Page 6-12, Subarticle 609-5(C)2(c) Maximum Specific Gravity, add aft (AASHTO T 209):
or ASTM D 2041

Page 6-13, last line and on page and Page 6-14, Subarticle 609-5(C)(Z)@)sile Strength Ratio (TSR),
add a heading before the first paragraph as follows:

() Option 1
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Insert the following immediately after the first paragraph:

(i) Option 2
Mix sampled from truck at plant with one set of specimamepared by the Contractor and then
tested jointly by QA and QC at a mutually agreed uponitelnsthin the first 7 calendar days after
beginning production of each new mix design.

Second paragraph, delete and replace with the following

Test all TSR specimens required by either option notedeabn either a recording test press or a test
press that maintains the peak load reading after thenspetias broken.

Subatrticle 609-5(C)(3) Control Charts, delete the second semice of the first paragraph and replace
with the following:

For mix incorporated into the project, record full testies data from all regularly scheduled random
samples or directed samples that replace regularly schedumddm samples, on control charts the same
day the test results are obtained.

Page 6-15, Subarticle 609-5(C)(3) Control Charts, first paragraph orhts page, delete the last sentence and
substitute the following

Denote the moving average control limits with a dagegrine and the individual test limits with a dash
red line.

Subatrticle 609-5(C)(3)(a), (b) and (c), replace (a) (b) and)(with the following:

(a) A change in the binder percentage, aggregate ble@},.as made on the JMF, or,

(b) When the Contractor elects to stop or is requicedtop production after one or two moving
average values, respectively, fall outside the movingageelimits as outlined in subarticle 609-
5(C)6 or,

(c) If failure to stop production after two consecutiveving averages exceed the moving average

limits occurs, but production does stop at a subsequent tavestablish a new moving average
beginning at the actual production stop point.
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Subatrticle 609-5(C)(4) Control Limits, replace the first paragaph and the CONTROL LIMITS
Table on page 6-16 with the following.

The following are established as control limits foix mproduction. Apply the individual limits to the
individual test results. Control limits for the moviagerage limits are based on a moving average of the
last 4 data points. Apply all control limits to the apglle target source.

CONTROL LIMITS

Mix Control Criteria Target Source Moving Average Individual Limit

Limit

2.36 mm Sieve JMF 4.0 % 8.0 %
0.075mm Sieve JMF +1.5% 2.5%
Binder Content JMF 0.3 % 0.7 %
VTM @ Nges JMF +1.0 % 2.0 %
VMA @ Nges Min. Spec. Limit =~ Min Spec. Limit -1.0%
Po_o7d PbeRatiO 1.0 +0.4 +0.8
%Gmm @ N Max. Spec. Limit N/A +2.0%
TSR Min. Spec. Limit N/A - 15%

Page 6-16, Subarticle 60%{C)(5) Warning Bands, delete this subarticle in itsretyti

Pages 6-16 through 6-19, Subarticle 609-5(C)(6), delete the word "wmamg" and substitute the words
"moving average".

Page 6-16, Subarticle 609-5(C)(6) Corrective Actions, first paragraphirst sentence, delete and replace
with the following:

Immediately notify the Engineer when moving averageged the moving average limits.
Page 6-17, third full paragraph, delete and replace with theoflowing:

Failure to stop production when required due to an individual test not meeting the specified
requirements will subject all mix from the stop pointriage to the point when the next individual test is
back on or within the moving average limits, or to thienage point when production is actually stopped,
whichever occurs first, to being considered unacceptable.

Sixth full paragraph, delete the first, second, and thirdsentence and replace with the following:

Immediately notify the Engineer when any moving avenagee exceeds the moving average limit. If two
consecutive moving average values for any one of tkecamtrol criteria fall outside the moving average
limits, cease production of that mix, immediately notihe Engineer of the stoppage, and make
adjustments. The Contractor may elect to stop productter only one moving average value falls
outside the moving average limits.

Page 6-18, Subarticle 609-5(C)(6) Corrective Actionsecond full paragraph, delete and replace with the
following:
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If the process adjustment improves the property in questimh that the moving average after four
additional tests is on or within the moving averagdsdinthe Contractor may continue production with no
reduction in payment

Page 6-18, delete the third and fourth full paragraphs, inclushg the Table for Payment for Mix Produced
in the Warning Bands and substitute the following

If the adjustment does not improve the property in questicch that the moving average after four
additional individual tests is outside the moving averaggsli the mix will be evaluated for acceptance in
accordance with Article 105-3. Reduced payment for or rehmivthe mix in question will be applied
starting from the plant sample tonnage at the stop pwitite sample tonnage when the moving average is
on or within the moving average limits. In additiony anix that is obviously unacceptable will be rejected
for use in the work.

Page 6-19, First paragraph, delete and replace with the followgn

Failure to stop production and make adjustments when requiretbduw® consecutive moving average

values falling outside the moving average limits will sabjall mix produced from the stop point tonnage
to the tonnage point when the moving average is baabr anthin the moving average limits or to the

tonnage point when production is actually stopped, whiche@aaurs first, to being considered

unacceptable. Remove this material and replaced witbriaa that comply with the Specifications at no
additional costs to the Department, unless otherwiseoapgdr Payment will be made for the actual
guantities of materials required to replace the removeditjgannot to exceed the original amounts.

Page 6-20, Subatrticle 609-5(D)(1) General, delete the third fplaragraph, and replace with the following:

Perform the sampling and testing at the minimum tegué&ecies as specified above. Should the density
testing frequency fail to meet the minimum frequency @eciied above, all mix without the required
density test representation will be considered unsetitsfa If the Engineer allows the mix to remain in
place, payment will be made in accordance with Ard€lB-3.

Page 6-22, Subarticle 609-5(D)(4) Nuclear Gauge Density Proceduréstd paragraph, insert the following
as the second sentence:

Determine the Daily Standard Count in the presencheofXA Roadway Technician or QA Nuclear Gauge
Technician on days when a control strip is being placed.

Page 6-23, Subarticle 609-5(D)(5) Limited Production Procedure etete the first paragraph including (a),
(b), (c) and substitute the following

Proceed on limited production when, for the same mix &ymkon the same contract, one of the following
conditions occur (except as noted in the first paragrafzv.

(a) Two consecutive failing lots, except on resurfacing*

(b)  Three consecutive failing lots on resurfacing*
(c) Two consecutive failing nuclear control strips.
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* Resurfacing is defined as the first new uniform layecet on an existing pavement.

Page 6-25, Article 609-6 Quality Assurance, Density Quality Assurag, insert the following items after
item (E):

(F) By retesting Quality Control core samples from constdps (either core or nuclear) at a frequency
of 100% of the frequency required of the Contractor;

(G) By observing the Contractor perform all standard coahtee Quality Control nuclear gauge prior
to usage each nuclear density testing day; or

(H) By any combination of the above

Page 6-28, Subatrticle 610-3(A) Mix Design-General, delete theufth and fifth paragraphs and replace
with the following:

Reclaimed Asphalt Pavement (RAP) or Reclaimed AspHhalliges (RAS) may be incorporated into
asphalt plant mixes in accordance with Article 1012-1 aeddlowing applicable requirements.

Reclaimed asphalt pavement (RAP) may constitute up to 50%eototal material used in recycled
mixtures, except for mix Type S 12.5D, Type S 9.5D, and nastwontaining reclaimed asphalt shingle
material (RAS). Reclaimed asphalt shingle (RAS) nmtenay constitute up to 6% by weight of total
mixture for any mix. When both RAP and RAS are usedpatouse a combined percentage of RAS and
RAP greater than 20% by weight of total mixture, unldékgrmwvise approved. When the percent of binder
contributed from RAS or a combination of RAS and RAPeeds 20% but not more than 30% of the total
binder in the completed mix, the virgin binder PG gradal ¢f& one grade below (both high and low
temperature grade) the binder grade specified in Table 610tRBefanix type, unless otherwise approved.
When the percent of binder contributed from RAS or mlmpation of RAS and RAP exceeds 30% of the
total binder in the completed mix, the Engineer wilhbsh and approve the virgin binder PG grade. Use
approved methods to determine if any binder grade adjustmentsecessary to achieve the performance
grade for the specified mix type.

For Type S 12.5D and Type S 9.5D mixes, the maximum perceofagerlaimed asphalt material is
limited to 20% and shall be produced using virgin asphalt bigcete PG 76-22. For all other recycled
mix types, the virgin binder PG grade shall be as spdadifi Table 610-2A for the specified mix type.

When the percentage of RAP is greater than 20% but not than 30% of the total mixture, use RAP
meeting the requirements for processed or fractionateB RAaccordance with the requirements of
Section 1012-1.

When the percentage of RAP is greater than 30% of thermixture, use an approved stockpile of RAP in
accordance with Section 1012-1(C). Use approved test metioodietermine if any binder grade
adjustments are necessary to achieve the performaade fyr the specified mix type. The Engineer will
establish and approve the virgin asphalt binder grade tigdxzk
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Page 6-34Subarticle 610-3(C),
Delete Table 610-2 and associated notes. Substitutellthweirig:

TABLE 610-2
SUPERPAVE MIX DESIGN CRITERIA

. . Compaction Max.
Mix Design | Binder Levels No. Rut Volumetric Properties (c)
Type E.S A Ls PG Gyrations @ Depth
Millions = Grade (mm)
(@) (b) Ne Ny VMA VTM _ VFA %G mm
n es % Min. % Min. - Max. @ Npi
S-4.75Ke) <0.3 64 -22 6 50|  ----- 200 7.0-150 --- -----
SF-9.5A <0.3 64 -22 6 50 11.5 16.0 3.0-5.0 70-80<91.5
S-9.5B 0.3-3 64 -22 7 65 9.5 155 3.0-5.0 65 - 80<90.5
S-9.5C 3-30 70 -22 7 75 6.5 15.5 3.0-5.0 65 - 78<90.5
S-9.5D > 30 76 -22 8 100 4.5 15.5 3.0-5.0 65 - 78 <90.0
S-125C  3-30 70 -22 7 75 6.5 14.5 3.0-5.0 65 - 78<90.5
S-12.5D > 30 76 -22 8 100 4.5 14.5 3.0-5.0 65 - 78 <90.0
[-19.0B <3 64 -22 7 65 - 13.5 3.0-50 65-78 <90.5
[-19.0C 3-30 64 -22 7 75 - 13.5 3.0-5.0 65-78 <90.0
[-19.0D > 30 70 -22 8 100  --—-- 13.5 3.0-5.0 65-78 <90.0
B-25.0B <3 64 -22 7 65 - 12.5 3.0-5.0 65-78 <90.5
B-25.0C >3 64 -22 7 75 - 12.5 3.0-5.0 65-78 <90.0
Design Parameter Design Criteria
All Mix 1. Dust to Binder Ratio ¢R7s/ Poe) 06-14
Types 2. Retained Tensile Strength (TSR) 85% Min. (d)

(AASHTO T283 Modified)

Notes: (a) Based on 20 year design traffic.
(b) When Recycled Mixes are used, select the binddedrmabe added in accordance with Subarticle
610-3(A).
(c) Volumetric Properties based on specimens compaztigldas modified by the Department.
(d) AASHTO T 283 Modified (No Freeze-Thaw cycle require@sR for
Type S 4.75A, Type B 25.0B, and Type B 25.0C mixes is 80% onnim
(e) Mix Design Criteria for Type S 4.75A may be modifedbject to the approval of the Engineer.
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Page 6-34, Insert the following immediately after Table 610-2:

TABLE 610-2A

SUPERPAVE MIX DESIGN CRITERIA
Percentage of RAP in Mix

Category 1 Category 2 Category 3
Mix Type % RAP<20% 20.1%< %RAP< 30.0% %RAP > 30.0%
All A and B Level Mixes, 119.0C, PG 64 -22 PG 64 -22 TBD
B25.0C
S9.5C, S12.5C, 119.0D PG 70 -22 PG 64-22 TBD
S 9.5D and S12.5D PG 76-22 N/A N/A

Note: (1) Category 1 RAP has been processed toxarmen size of 2 inches.
(2) Category 2 RAP has been processed to a maxsiagnof 1 inch by either crushing and or screetongduce variability in the gradations.

(3) Category 3 RAP has been processed to a maxsingnof 1 inch, fractionating the RAP into 2 or mesized stockpiles

Page 6-35, Table 610-3 delete and replace with the following

TABLE 610-3
ASPHALT PLACEMENT- MINIMUM TEMPERATURE REQUIREMENTS
Asphalt Concrete Mix Type Minimum Air Minimum Surface
Temperature Temperature
ACBC, Type B 25.0B, C, B 37.5C 35°F 35F
ACIC, Type 1 19.0B, C, D 35°F 35F
ACSC, Type S 4.75A, SF 9.5A, S 9.5B 40°F SCF*
ACSC, Type S 9.5C, S 12.5C 45°F SCF
ACSC, Type S 9.5D, S 12.5D 50°F SCF

* 35°F if surface is soil or aggregate base for secondad/coastruction.

Page 6-44, Article 610-8 Spreading and Finishing, third full paragiph, replace the first sentence with the
following:

Use the 30 foot minimum length mobile grade referencesysr the non-contacting laser or sonar type
skiwith at least four referencing stations mounted on the paver at a miniemgth lof 24 fed control
the longitudinal profile when placing the initial lanesdaall adjacent lanes of all layers, including
resurfacing and asphalt in-lays, unless otherwise specifi approved.

Page 6-50, Article 610-13 Density Acceptance, delete the secpacagraph and replace with the following

As an exception, when the first layer of mix is aface course and is being placed directly on an unprimec
aggregate or soil base, the layer will be included inf@tber" construction category.
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Page 6-50, Article 610-13 Density Acceptance, delete the formalad description in the middle of the page
and replace with the following,

PF =100 - 10(D)*°
where: PF = Pay Factor (computed to 0.1%)
D = the deficiency of the lot average density,

not to exceed 2.0%

Page 6-53, Article 620-4 Measurement and Payment:
Sixth paragraph, delete the last sentence.
Seventh paragraph, delete the paragraph and replace with thelfowing:
The adjusted contract unit price will then be applied &othieoretical quantity of asphalt binder authorized
for use in the plant mix placed during the partial paymenogénvolved, except that where recycled plant
mix is used, the adjusted unit price will be applied onlyh® theoretical number of tons of additional
asphalt binder materials required by the job mix formula.

Page 6-54, Article 620-4 Measurement and Payment, add the followipgy item:

Pay Item Pay Unit
Asphalt Binder for Plant Mix, Grade PG 70-28 Ton

Page 6-69, Table 660-1 Material Application Rates and Temperatureadd the following:

Application Aggregate
T;(/:pe of Grade of Asphalt Asphalt F§ate Temperatur Aggr_egate Rate Ib./sq. yd.
oat gallyd e F Size Total
Sand Seal CRS-2 or 0.22-0.30 150-175 Blotting 12-15
CRS-2P Sand

Page 6-75, Subarticle 660-9(B), add the following as sub-item (5)
(5) Sand Seal
Place the fully required amount of asphalt material ia application and immediately cover with the
seal coat aggregate. Uniformly spread the fully requirenuaimof aggregate in one application and
correct all non-uniform areas prior to rolling.
Immediately after the aggregate has been uniformly sppeafihrm rolling.
When directed, broom excess aggregate material frosutifece of the seal coat.
When the sand seal is to be constructed for tempoealting purposes only and will not be used by

traffic, other grades of asphalt material meeting gguirements of Articles 1020-6 and 1020-7 may
be used in lieu of the grade of asphalt required by Table &@tefh approved.
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Page 6-76, Article 661-1 Description, add the following as the 2p@ragraph:
Provide and conduct the quality control and required testingdceptance of the UBWC in accordance
with Quality Management System for Asphalt Pavements (OGAFC, PADL, draiTbin HMA
Version) included in the contract.

Page 6-76, Article 661-2 Materials, add the following after AsphaBinder, Grade 70-28:

ltem Section
Asphalt Binder, Grade 76-22 1020
Reclaimed Asphalt Shingles 1012

Page 6-78, Subarticle 661-2(E), Asphalt Binddror Plant Mix, Grade PG 70-28, rename as ASPHALT
BINDER FOR PLANT MIX and add the following as the first paragraph:

Use either PG 70-28 or PG 76-22 binder in the mix design. r&MR& 76-22 is being used in the
production of Ultra-thin, the grade of asphalt binder ¢oplaid for will be PG 70-28, unless otherwise
approved.

Page 6-79, Subarticle 661-2(G), Composition of Mix, add the follongnas the third sentence of the first
paragraph.

The percent of asphalt binder contributed from the RAgl Bot exceed 20% of the total binder in the
completed mix.

Page 6-80, Article 661-2(G) Composition of Mix, replace Table 661-4 arakssociated notes with the
following:

TABLE 661-4 — MIXTURE DESIGN CRITERIA
Gradation Design Criteria (% Passing by Weight)

Standard Sieves 1/2 in. Type A 3/8in. Type B 1/4in. Type C
ASTM mm (% Passing by Weight)
¥4 inch 19.0 100
Y inch 12.5 85 - 100 100
3/8 inch 9.5 60 - 80 85 - 100 100
#4 4.75 28 - 38 28 - 44 40 - 55
#8 2.36 19-32 17 -34 22 - 32
#16 1.18 15-23 13-23 15-25
#30 0.600 10- 18 8-18 10-18
#50 0.300 8-13 6-13 8-13
#100 0.150 6-10 4-10 6-10
#200 0.075 40-7.0 3.0-7.0 40-7.0
Mix Design Criteria
1/2in. Type A 3/8in. Type B 1/4 in. Type C
Asphalt Content, % 4.6 -5.6 46-5.8 5.0-5.8
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Draindown Test,

0,
AASHTO T 305 0.1% max.
Moisture Sensitivity, A
AASHTO T 283 80% min.
Application Rate, Ib/ yd 90 70 50
ﬁpproxmate Application Depth, 3/4 5/8 1/2
Asphalt PG Grade, PG 70-28 or PG 70-28 or PG 70-28 or
AASHTO M 320 PG 76-22 PG 76-22 PG 76-22

NOTE: *Specimens for T-283 testing are to be compacted tsen SUPERPAVE gyratory
compactor. The mixtures shall be compacted using 100 gyatm achieve specimens
approximately 95 mm in height. Use mixture and compadgorperatures recommended by
the binder supplier.

Page 6-80, Subarticle 661-3(A) Equipment, adithe following as the first paragraph
Use asphalt mixing plants in accordance with Article 610#he Standard Specifications

Page 6-82, Subarticle 661-3(C), Application of Ultra-thin Bonded W&ing Course, delete the first
paragraph and add the following as the first and second paragraphs.

Use only one asphalt binder PG grade for the entiregrajnless the Engineer gives written approval.

Do not place Ultra-thin Bonded Wearing Course betweetoliec 31 and April 1, when the pavement
surface temperature is less than 50°F or on a wet paterreaddition, when PG 76-22 binder is used in
the JMF, place the wearing course only when the roaenpent surface temperature is 60°F or higher and
the air temperature in the shade away from artiffealt is 60°F or higher.

Page 10-40, Subarticle 1012-1(Andd the following at the end of the last paragraphskstence:
or ultra-thin bonded wearing course.

Page 10-41, Table 1012-1, delete the entries for OGAFC and add newtries for OGAFC and a row for
UBWC with entries:

Coarse Fine Aggregate

Aggregate Angularity % Minimum Sand Equivalent Flat & Elongated 5:1 Ratio

Mix Type : % Minimum % Maximum

P :g%\j/llaggss)l AASHTO T:04 Method ' \AsHTO T176 = ASTM D4791 Section 8.4
S95D 100/100 45 50 10
OGAFC 100/100 N/A N/A 10
uBwcC 100/85 40 45 10

Delete Note (c) under the Table 1012-1 and replace with ti@lowing:

(©) Does not apply to Mix Types SF 9.5A and S 9.5B.
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Page 10-42, Subarticle 1012-1(B)(6add as the last sentence:

The percentage loss for aggregate used in UBWC shall borethan 35%.

Page 10-43, Subarticle 1012-1(F): Reclaimed Asphalt Shingle IIJRAS), insert the following immediately
following the first paragraph:

(1) Mix Design RAS

Incorporate RAS from stockpiles that have been testedriiformity of gradation and binder content prior
to use in an asphalt mix design.

(2) Mix Production RAS

New Source RAS is defined as acceptable material whashnot included in the stockpile when samples
were taken for mix design purposes. Process new sourSes&ghat all materials will pass a 1/2" sieve
prior to introduction into the plant mixer unit.

After a stockpile of processed RAS has been sampled andiesigns made from these samples, do not
add new source RAS to the original stockpile without drédd testing to insure gradation and binder
uniformity. Sample and test new source RAS beforedbignwith the existing stockpile.

Store new source RAS in a separate stockpile until #terral can be sampled and tested for comparison
with the original recycled mix design data. New sourd& Rhay also be placed against the existing
stockpile in a linear manner provided it is sampled foraeisign conformity prior to its use in the recycled
mix.

RAS contamination including but not limited to excesslirg debris, clean stone, concrete will not be
allowed.

Field approval of new source RAS will be based on thie faelow and volumetric mix properties on the
mix with the new source RAS included. Provided thessrdotes are met, volumetric properties of the
new mix will then be performed. If all volumetric npxoperties meet the mix design criteria for that mix
type, the new source RAS may continue to be used.
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If the gradation, binder content, or any of the volumoehix properties are not within the allowable
tolerances of the table below, do not use the newced®AS unless approved by the Engineer. The
Contractor may elect to either not use the stockijmleequest an adjustment to the JMF, or to redesign
the mix.

NEW SOURCE RAS GRADATION and BINDER TOLERANCES
(Apply Tolerances to Mix Design Data)

0-6% RAS
P, % +1.6%
Sieve Size (mm) Tolerance

9.5 +1

4.75 +5

2.36 +4

1.18 +4
0.300 +4
0.150 +4
0.075 2.0

Page 10-43 through 10-45, Subatrticle 1012-1(G), delete this in itdiesty and replace with the following:
(G) Reclaimed Asphalt Pavement (RAP)
(1) Mix Design RAP
Incorporate RAP from stockpiles or other sources tlaae Heen tested for uniformity of

gradation and binder content prior to use in an asphaltdesign. Use reclaimed asphalt
pavement that meets all requirements specifiedrierofthe followingtwo classifications.

(&) Millings

Existing reclaimed asphalt pavement (RAP) that is resddrom its original location by
a milling process as specified in Section 607. Millingsusth be such that it has a
uniform gradation and binder content and all materials paiss a 2" sieve prior to
introduction into the plant mixer unit.

(b) Processed RAP
RAP that is processed in some manner (possibly by iogusimd/or use of a blending
method) to produce a uniform gradation and binder conteéheiRAP prior to use in a
recycled mix. Process RAP so that all materialee rmwniform gradation and binder
content and will pass a 1" sieve prior to introductida ime plant mixer unit.

(c) Fractionated RAP
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(d)

Fractionated RAP is defined as having two or more R&Ekpiles, where the RAP is
divided into coarse and fine fractions. Grade RAP sb &@li materials will pass a 1"
sieve. The coarse RAP stockpile shall only contaatenmal retained on a 3/8" screen,
unless otherwise approved. The fine RAP stockpile shll contain material passing
the 3/8" screen, unless otherwise approved. The Engmegerllow the Contractor to
use an alternate to the 3/8" screen to fractionat®fi2 The maximum percentages of
fractionated RAP may be comprised of coarse, fingh@rcombination of both. Utilize
a separate cold feed bin for each stockpile of fractemhRAP used.

Approved Stockpiled RAP

Approved Stockpiled RAP is defined as fractionated RAP whadhbeen isolated and
tested for asphalt content, gradation, and asphalt bomdeacteristics with the intent to
be used in mix designs with greater than 30% RAP materkiactionate the RAP in
accordance with Section 1012-1(G)(c). Utilize a sepacald feed bin for each
approved stockpile of RAP used.

Perform extraction tests at a rate of 1 per 1000 toRA&Y, with a minimum of 5 tests
per stockpile to determine the asphalt content and gradat®eparate stockpiles of
RAP material by fine and coarse fractions. Erecd maintain a sign satisfactory to the
Engineer on each stockpile to identify the materiaksuke that no deleterious material
is allowed in any stockpile. The Engineer may rejgctibual inspection any stockpiles
that are not kept clean, separated, and free of foreagerials.

Submit requests for RAP stockpile approval to the Engiven the following
information at the time of the request:

(1) Approximate tons of materials in stockpile

(2) Name or Identification number for the stockpile
(3) Asphalt binder content and gradation test results
(4) Asphalt characteristics of the Stockpile.

For the Stockpiled RAP to be considered for approvalgtadation and asphalt content
shall be uniform. Individual test results, when compacethe target, will be accepted
if within the tolerances listed below:

APPROVED STOCKPILED RAP GRADATION and BINDER TOLERAN CES
(Apply Tolerances to Mix Design Data)

P, % +0.3%
Sieve Size (mm) Percent Passing
25.0 +5%
19.0 +5%
12.5 +5%
9.5 5%
4.75 +5%
2.36 +4%
1.18 +4%
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(2)

0.300 +4%
0.150 +4%
0.075 +1.5%

Note: If more than 20% of the individual sieves are duhe gradation tolerances, or if more
than 20% of the asphalt binder content test results ofalkide the appropriate
tolerances, the RAP shall not be used in HMA unlessRAP representing the failing
tests is removed from the stockpile.

Do not add additional material to any approved RAP stogkpidess otherwise
approved by the Engineer.

Maintain at the plant site a record system for alrappd RAP stockpiles. Include at a
minimum the following: Stockpile identification and a sieof all stockpile areas at the
plant site; all RAP test results (including asphalt comntgradation, and asphalt binder
characteristics).

Mix Production RAP
During mix production, use RAP that meets the critenafee of the following categories:
(a) Mix Design RAP

RAP contained in the mix design stockpiles as describedealmay be used in all
applicable JMFs. These stockpiles have been pretestedtvar, they are subject to
required QC/QA testing in accordance with Subarticle 609¢3JC)

(b) New Source RAP

New Source RAP is defined as any acceptable mateaalvihas not included in the
stockpile or other source when samples were taken foidasign purposesProcess
new source RAP so that all materials have a uniforrxagion and binder content and
will pass a 2" sieve prior to introduction into the plenier unit.

After a stockpile of millings, processed RAP, or fractited RAP has been sampled and
mix designs made from these samples, do not add new sBéeeto the original
stockpile without prior field testing to insure gradationl d&amder uniformity. Sample
and test new source RAP before blending with the egistiockpile.

Store new source RAP in a separate stockpile until @#ermal can be sampled and
tested for comparison with the original recycled mixgteslata. New source RAP may
also be placed against the existing stockpile in a limgamer provided it is sampled for
mix design conformity prior to its use in the recycled.m

Unprocessed RAP is asphalt material that was notdalfel/or has not been processed

to obtain a uniform gradation and binder content andis@presentative of the RAP
used during the applicable mix design. Unprocessed RAPnsidie incorporated into
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Mix
Type
Sieve
(mm)
P, %
25.0
19.0
12.5
9.5
4.75
2.36
1.18
0.300
0.150
0.075

Base

+10

any JMFs prior to processing. Different sources of urgssed RAP may be stockpiled
together provided it is generally free of contaminatod will be processed prior to use
in a recycled mix. RAP contamination in the formeatessive dirt, debris, clean stone,
concrete, etc. will not be allowed. Incidental amsuwitdirt, concrete, and clean stone
may be acceptable. Unprocessed RAP may be processebeandassified as a new
source RAP as described above.

Field approval of new source RAP will be based on Tabk2-2 below and volumetric
mix properties on the mix with the new source RAP udetl. Provided the
Table 1012-2 tolerances are met, volumetric propertieh@fnew mix will then be
performed. If all volumetric mix properties meet thex mesign criteria for that mix
type, the new source RAP may continue to be used.

If the gradation, binder content, or any of the volumehix properties are not within
the allowable tolerances of Table 1012-2, do not use éwe source RAP unless
approved by the Engineer. The Contractor may eleetther not use the stockpile, to
request an adjustment to the JMF, or to redesign the mix.

TABLE 1012-2

NEW SOURCE RAP GRADATION and BINDER TOLERANCES

(Apply Tolerances to Mix Design Data)

0-20% RAP 20-30 % RAP 30% RAP
Inter. Surf. Base Inter. Surf. Base Inter.  Surf.
+0.7% + 0.4% + 0.3%

- - +7 - - +5 - -
+10 - +7 +7 - +5 +5 -
+10 +10 - +7 +7 - +5 +5

- +10 - - +7 - - +5

- +10 +7 - +7 +5 - +5
+8 +8 +5 +5 +5 +4 +4 +4
+8 +8 +5 +5 +5 +4 +4 +4
+8 +8 +5 +5 +5 +4 +4 +4

- +8 - - +5 - - +4
+4 +4 +2 +2 +2 +1.5 +1.5 #1.5
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ASPHALT PAVEMENTS - WARM MIX ASPHALT SUPERPAVE:

(5-19-09) (Rev 10-20-09) SP6 R0O2

Warm Mix Asphalt (WMA) is defined as additives or proessthat allow a reduction in the temperature at which
asphalt mixtures are produced and placed

Notify the Engineer at least 2 weeks before producing Wem Mix so the Engineer can arrange a
preconstruction meeting. Discuss special testing requmsnreecessary for warm mix asphalt at the pre-pave
meeting. Included at the pre-pave meeting the Contract@C manager, Paving Superintendent, and
manufacturer’s representative for the process or additiee for producing warm mix asphalt, the Department’s
Roadway Construction Engineer, Resident Engineer, Statement Construction, and Quality Assurance
Supervisor.

Require a manufacturer's representative for the praess or additive used to be present on site at thiant during the initial production and on the roadway during
the laydown of the warm mix asphalt.

Revise the2006 Standard Specificatioas follows:
Page 6-8, Article 609-1 Description, insert the following as theecond paragraph.

Warm Mix Asphalt (WMA) is defined as additives or pro@ssthat allow a reduction in the temperature at
which asphalt mixtures are produced and placed. WMA wedldor use at the Contractor’s option when
shown in the contract documents.

Page 6-9, Article 609-4 Field Verification of Mixture and Job MixFormula Adjustments,
Second paragraph, insert the following immediately after theiffst sentence.

When producing a WMA, field verification testing will algonsist of performing a Tensile Strength Ratio
(TSR) testing in accordance with AASHTO T283 as ModifigdhHe Department.

Third paragraph, delete the third sentence and replace wh the following:

Verification is considered satisfactory for HMA whatl volumetric properties except %&@N. are
within the applicable mix design criteria, and the grasatbinder content, and %&E@N;, are within the
individual limits for the mix type being produced. Verifioa is considered satisfactory for WMA when all
volumetric properties except %GE@ Ny, are within the applicable mix design criteria, the TiSIRqual to
or above the minimum design criteria, and the gradabowler content, and %&G@N. are within the
individual limits for the mix type being produced.

Page 6-12, Subarticle 609-5(C)2(d) Bulk Specific Gravity of Compacte&Specimens, add after (AASHTO
T 312):

When producing Warm Mix Asphalt, gyrate specimens to spdciflies compaction effort without

reheating mix other than to desired compaction temperat®ecord time needed to reheat samples (if
any).
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Page 6-14, Subarticle 609-5(C)(2)(e) Tensile Strength Ratio, insthe following immediately after the third
paragraph:

When producing WMA, perform TSR testing at

I. Beginning of production for each JMF
ii. Monthly thereafter

Page 6-27, Article 610-1 Description, insert the following as thhird paragraph:
Warm Mix Asphalt (WMA) is defined as additives or pro@ssthat allow a reduction in the temperature at
which asphalt mixtures are produced and placed. Use WMWKAeaContractor’'s option unless otherwise
shown on the plans.

Page 6-27, Article 610-2 Materials, insert the following at the ehof this Article:

Use only WMA additives or processes listed on the Depgant's approved list maintained by the Materials
and Tests Unit.

Page 6-31, Subarticle 610-3(B) Mix Design-Criteria, add the follang as the fifth paragraph:
When WMA is used, submit the mix design without including WIMA additive.

Page 6-32, Subarticle 610-3(C) Job Mix Formula,
Add the following as the second paragraph

When WMA is used, document the additive or process usedeandhmended rate on the JMF submittal.
Verify the JMF based on plant produced mixture from tia¢ hatch.

Immediately following PG 76-22 335°F, add the following paragraph:

When WMA is used, produce an asphalt mixture within thgpserature range of 225°F and 275 °F.

ADJUSTMENT OF VALVE BOXES, MANHOLES, AND METER BOXE S

Valve boxes, manholes, and meter boxes shall be adjustccordance with Section 858 of the Standard
Specifications This item consists of raising or lowering existingnioles and valve boxes to match the finished
surface grade.

Adjustment to manholes, meter boxes, and valve baxeki® project shall be made by the use of an approved
Rapid Set Grout, Mortar, or Concrete that will take $all and become load bearing within sixty minutes of
placement. A list of approved materials will be furnghe the Contractor by the Resident Engineer.

The Contractor shall replace worn manhole rings andrspworn meter box frames and covers, and worrevalv

box frames and covers, as directed by the Enginedr awiew ring/frame and cover assembly. These asssmbl
will be furnished at no cost to the Contractor byEmpartment or utility owner.
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The Contractor shall construct a temporary ramp aftbitous plant mix around all structures that have been
adjusted, unless otherwise directed by the Engineer.

Basis of payment will be under Adjustment of Manholeadjustment to Valve Boxes , per each.

PAVEMENT MARKINGS

Pavement markings and markers will be placed by Stategor

PAVING INTERSECTIONS, DRIVEWAYS, AND MAILBOX TURNOU TS:

(7-1-95) RR 73

Surface all unpaved intersections back from the edgeeopakrement on the mainline of the project at least 50
feet, or as directed by the Engineer. The base rahferiall intersections to be surfaced will be prepaficr
surfacing by State Forces. Place pavement in thes@dions of the same material and thickness as bsedjon

the mainline.

TRAFFIC CONTROL :

(10-21-08) RWZ-1

Maintain traffic in accordance with Divisions 10, 11 &l of the Standard Specificationand the following
provisions:

Use a lane closure (refer to tReadway Standard Drawingsos. 1101.02, 1101.11, 1110.02, 1130.01 and details
for the Advance Work Zone signing in contract) or avslooving operation as shown in details of this contrac
Use a moving operation only if the minimum speed maiethiat all times is 3 mph with no stops that narrow or
close a lane of travel. If the moving operation sgpessing slower than 3 mph at any time, install a déosure.
Maintain the existing traffic pattern at all timescept in the immediate work zone where lane closures ar
allowed as determined by the Engineer.

Refer to Attached Details and th®oadway Standard Drawingsos. 1101.02, 1101.03, 1101.04, 1101.05,
1101.11, 1110.01, 1110.02, 1115.01, 1130.01, 1135.01, 1145.01, 1150.01, 1165.01, 1170.01 and 1180.01
closing a lane of travel in a stationary work zonehsas pavement patching resurfacing, or pavement marking
removal. Properly ballasted cones may be used insteatiums for lane closures during daylight hours.
However, drums are required for the upstream taper porfitane closures in all applications. The stationary
work zone shall be a maximum of 3 miles in length tgiven time unless otherwise directed by the Enginéer.
pilot vehicle operation may be used in conjunction Wii@bgers and the appropriate pilot vehicle warning signing
as directed by the Engineer. During periods of construatiactivity, return the traffic pattern to the eigt
alignment and remove or cover any work zone signs. nvitbeering work zone signs, use an opaque material tha
prevents reading of the sign at night by a driver using Iggim headlights. Use material, which does not damage
the sign sheeting. Replace any obliterated markingecasred by other sections of t&¢andard Specifications
and the Engineer.
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When personnel and equipment are working on the shouldeeatjm an undivided facility and within 5 feet of
an open travel lane, close the nearest open traxelsing thdRoadway Standard Drawindgo. 1101.02 unless
the work area is protected by barrier or guardrail. Whensonnel and equipment are working on the shoulder.
adjacent to a divided facility and within 10 feet of anropravel lane, close the nearest open travel lamg tise
Roadway Standard Drawingso. 1101.02 unless the work area is protected by barrigguardrail. When
personnel and equipment are working within a lane of travan undivided or divided facility, close the lane
according to the traffic control planRpadway Standard Drawings as directed by the Engineer. Conduct the
work so that all personnel and equipment remain withtenclbsed travel lane. Do not work simultaneously, on
both sides of an open travel way, within the samation, on a two-lane, two-way road. Do not perfororkv
involving heavy equipment within 15 feet of the edge ofdfravay when work is being performed behind a lane
closure on the opposite side of the travel way. Perfoork only when weather and visibility conditionsoall
safe operations as directed by the Engineer.

Do not exceed a difference of 2 inches in elevatidwd&en open lanes of traffic for nominal lifts of lrighes.
Install advance warning UNEVEN LANES signs (W8-11 at 484&) 500 feet in advance and a minimum of
once every half mile throughout the uneven area.

Backfill at a 6:1 slope up to the edge and elevation ofiegipavement in areas adjacent to an open travel lane
that has an edge of pavement drop-off as follows:

(A) Drop-off that exceeds 2 inches on roadways withgabspeed limits of 45 mph or greater
(B) Drop-off that exceeds 3 inches on roadways withgubspeed limit less than 45 mph.

Backfill the unacceptable drop-off with suitable compachederial, as approved by the Engineer, at no expense t
the Department. This work is not considered part ofilsleo reconstruction.

When utilizing a slow-moving operation for such items paement marking placement, pavement marker
installation and pesticide spraying, the slow moving dparaaravan shall consist, as a minimum, of thacleh
and devices shown on the Moving Operation Caravan IBgtherein. Traffic cones may be used when necgssar
to provide additional protection of wet pavement markingallast all traffic cones so they will not be blowver

by traffic.

Submit a written sequence of operation for all mapsh& Engineer at the first pre-construction meeting for
approval by the Engineer. Approved sequence can notdvedaivithout written permission of the Engineer.

Notify the Engineer 48 hours before miling or resurfgomill interfere with the existing Signal Loops. Loops
may need to be placed in milled surface before resugfaours. Coordinate all signal loop operations with the
Engineer.

Notify the Engineer 15 consecutive calendar days be&serfacing a bridge or its approaches. Patch and mak
repairs to bridge surface and its approaches before reagrfaccurs. Coordinate all operations on the bridge anc
its approaches with the Engineer.

Notify the Engineer 48 hours before resurfacing the aséagisting pavement that require patching. Patch these
areas before resurfacing occurs. Allow full depth asgtztthing to cool to the point of supporting traffic witho
displacement or rutting before reopening closed lane.rdii@de the resurfacing operations of the patched area:
with the Engineer.
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During a resurfacing only operation, bring all newly résted lanes to the same elevation within 72 hours.

For partial or wheel track miling operations on twoywawo-lane facilities, mill and pave back by the efiéach
work day. For partial or wheel track milling operatians multi-lane facilities, the lane being milled mayléf
closed and paved back within 72 hours.

The following options are acceptable during Resurfacingnaifidg operations on two-way, two-lane facilities
when the entire roadway or entire lane is to besdhill

(A) Mill a single lane and pave back by the end of eastk day.
(B) Mill the entire width of roadway and pave back mti2 hours.

The following options are available during Resurfacing ralthg operations on multi-lane facilities when alhkes
or a single lane in one direction are to be milled:

(A) Mill the entire width of pavement for all lanés be milled in any direction daily and pave back
within 72 hours.

(B) Mill a single lane and pave back by the end of eeatk day.

(©) Mill a single lane, leave a lane closure in angedaack within 72 hours.

When resurfacing facilities with ramps, resurface #mag and gore area of the ramp as directed by the Enginee
A transverse joint shall be placed on the ramp atehminal point of the gore. Newly resurfaced laneghen
main roadway and the ramp shall be at the same eeawahere traffic merges.

Slope the pavement at the beginning and ending of therdéliyg operation as directed by the Engineer. Sweep
and remove all miled material from the roadway asnsa® the daily miling operation is completed. Continue
milling operations until the particular section of roaghveaing milled is complete. Remove any existing pavémen
adjacent to the milled area that has been damaged, @aderevith patch material as directed by the Engineer.

Maintain vehicular access in accordance with Seclid@1-13 of theStandard Specificationssing suitable
backfill material approved by the Engineer.

Operate equipment and conduct operations in the sameairastithe flow of traffic. Do not cross medianshwit
equipment, except at properly designated interchanges.

Review and record the existing pavement markings and nsapkier to resurfacing. Use the record of existing
pavement markings and markers in conjunction withRbadway Standard Drawinge re-establish the proposed
pavement markings and markers unless otherwise directée IBngineer.

Provide appropriate lighting in accordance with Section 14iBedtandard Specifications

Remove existing pavement markers in preparation for gaviRepair any pavement damage due to existing

pavement marker removal prior to the end of the work d2igpose of existing pavement markers as directed by
the Engineer. No direct payment will be made for thaskias it will be incidental to the paving operation.
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Payment will be made for the traffic control iterhatt have been included in the contract. No direct patymi

be made for providing other traffic control as requireckime as the cost of same will be considered incidi¢ota
the work being paid for under those various traffic cdntemns that have been included. Where the Contractor
maintains traffic as required herein but no specificifgags have been included in the contract, all assxtebsts

will be considered incidental to the work being paid fadermthe various items in the contract.

Work Zone Signing:

(10-21-08) RWZ-2

Description

Install and maintain signing in accordance with Diwisidll and 12 of th8tandard Specificationghe Roadway
Standard Drawingsnd the following provisions:

Furnish, install, maintain, and remove advance wanvimigk zone signs and any required lane closure signing.

Install and maintain general work zone warning signsdeurfacing and milling such as ROUGH ROAD (W8-8 at
48" X 48") (for miling only), UNEVEN LANES (W8-11 at 48" X 48"LOW SHOULDER (W8-9 at 48" X 48"),
LOW / SOFT SHOULDER (DOT No. 16-79860 at 48" X 48"), UNMARKEEAVEMENT AHEAD (DOT No.
116087130 at 48" X 48") and DO NOT PASS (R4-1 at 24" X 30"). StateeF will furnish the signs, posts,
and hardware. When construction is completed in ary @réhe project, relocate the State furnished signkeo
next work site, as directed by the Engineer. Statedsawill remove these signs at the completion optiogect.

All work zone signs may be portable.

Construction Methods

(A) General
Install all warning work zone signs before beginningkvon a particular map. If signs are installed three
days prior to the beginning of work on a particular mapecthe signs until the work begins. Install each
work zone warning sign separately and not on the samteopetand with any other sign except where an
advisory speed plate or directional arrow is used.

(B)  Advance Warning Work Zone Signs
Install advance warning work zone signs in accordante Details and th&®oadway Standard Drawings
Nos. 1101.02 and 1110.01 and advance signing details prior to begminirigk and remove upon final
completion of the project. If there is a period of stouction inactivity longer than two weeks, remove or
cover advance warning work zone signs. Uncover adwaao@ng work zone signs no more than 3 days
before work resumes. All other operations could be sdggenpon failure to comply with the above
requirements. Such suspended operations would not be resutihdtkelabove requirements are fulfilled.

(C) Lane Closure Work Zone Signs
Install any required lane closure signing needed during ffeofi the project in accordance with the
Roadway Standard Drawind¢os. 1101.02, 1101.11 and 1110.02.
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(D)  General Work Zone Warning Signs

Install general work zone warning signs for resurfacimg) milling such as ROUGH ROAD (W8-8 at 48"
X 48") (for milling only), UNEVEN LANES (W8-11 at 48" X 48"L,OW SHOULDER (W8-9 at 48" X
48") and LOW / SOFT SHOULDER (W8-9B at 48" X 48”) at 1 mieeirvals starting at a minimum of
500 feet in advance of the condition for both directiohsravel (undivided roadways only) and at any
other points determined by the Engineer.

Install the LOW SHOULDER (W8-9 at 48" X 48") or LOW / SDISHOULDER (DOT No. 16-79860 at
48” X 48”) signs prior to any resurfacing in an area wishieulder construction will be performed.

Install general work zone warning signs such as UNMARKEBVEMENT AHEAD (DOT
No. 116087130 at 48" X 48") and DO NOT PASS (R4-1 at 24" X 30") atigynat 1/2 mile intervals
starting at a minimum of 500 feet in advance of the commditor both directions of travel (undivided
roadways only) and at any other points determined bigtiggneer. Install signs prior to the obliteration of
any pavement markings.

Measurement and Payment

Payment will be made for the work zone signing itenas blave been included in the contract. No direct paymen
will be made for providing other work zone signing as remlinerein, as the cost of same will be considered
incidental to the work being paid for under those varioagkwzone signing items that have been included. Where
the Contractor provides work zone signing as requiredrhérgino specific pay items have been included in the
contract, all associated costs will be consideredamtal to the work being paid for under the various itenisa
contract.
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VICINITY MAPS
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SUMMARY OF QUANTITIES
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TYPICAL SECTION
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

CORPORATION

The person executing the bid, on behalf of the Bidder, being dulynswolemnly swears (or affirms) that neither he, nor afigialf agent or
employee of the bidder has entered into any agreement, pageipaany collusion, or otherwise taken any action which iestraint of free
competitive bidding in connection with any bid or contract, and tha Bidder intends to do the work with its own bonafide empkoyse
subcontractors and is not bidding for the benefit of another cootra

In addition, execution of this bid in the proper manner also caotesithe Bidder's certification 8tatusunder penalty of perjury under the laws of
the United States in accordance with the Debarment Ceiitficattached, provided that the Debarment Certification aldodes any required
statements concerning exceptions that are applicable.

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, or acceptancaryyState Employee of any gift from anyone with a contréitt
the State, or from any person seeking to do business withtdkee By execution of any response in this procurement, yestafor your entire
organization and its employees or agents, that you arevaoe dhat any such gift has been offered, accepted, or pinyseny employees of your
organization.

SIGNATURE OF CONTRACTOR

Full name of Corporation

Address as prequalified

Attest By
Secretary/Assistant Secretary President/Vice Preshtsigtant Vice President
Select appropriate title Select appropriate title
Print or type Signer's name Print or type Signer's name

CORPORATE SEAL

AFFIDAVIT MUST BE NOTARIZED

NOTARY SEAL
Subscribed and sworn to before me this the

day of , 20

Signature of Notary Public
Of County
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State of

My Commission Expires
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

LIMITED LIABILITY COMPANY

The person executing the bid, on behalf of the Bidder, being dulynswolemnly swears (or affirms) that neither he, nor afigialf agent or
employee of the bidder has entered into any agreement, pageipaany collusion, or otherwise taken any action which iestraint of free
competitive bidding in connection with any bid or contract, and tha Bidder intends to do the work with its own bonafide empkoyse
subcontractors and is not bidding for the benefit of another cootra

In addition, execution of this bid in the proper manner also caotesithe Bidder's certification 8tatusunder penalty of perjury under the laws of
the United States in accordance with the Debarment Ceiitficattached, provided that the Debarment Certification aldodes any required
statements concerning exceptions that are applicable.

N.C.G.S. § 133-32 and Executive Order 24 prohibit the offer toca@pdance by, any State Employee of any gift from anyotte amcontract with

the State, or from any person seeking to do business withtdkee By execution of any response in this procurement, yestafor your entire

organization and its employees or agents, that you arevaoe dhat any such gift has been offered, accepted, or pinyseny employees of your
organization.

SIGNATURE OF CONTRACTOR

Full Name of Firm

Address as Prequalified

Signature of Manager

Witness's Signature Individually

Print or type Signer's name Print or type Signer's Name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of
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My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

JOINT VENTURE (2) or (3)

The person executing the bid, on behalf of the &idbeing duly sworn, solemnly swears (or affirtigt neither he, nor any official, agent or emptoypé the bidder has
entered into any agreement, participated in anysioh, or otherwise taken any action which isastraint of free competitive bidding in connectiith any bid or contract,
and that the Bidder intends to do the work witloiis bonafide employees or subcontractors andtibidding for the benefit of another contractor.

In addition, execution of this bid in the propermar also constitutes the Bidder's certificatiorStdtusunder penalty of perjury under the laws of thetéthiStates in
accordance with the Debarment Certification attdchovided that the Debarment Certification alsoludes any required statements concerning excesptitat are
applicable.

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, oceptance by, any State Employee of any gift frorypae with a contract with the State, or from any
person seeking to do business with the State. xBgution of any response in this procurement, yitest for your entire organization and its empésyer agents, that you are
not aware that any such gift has been offered ptedeor promised by any employees of your orgaioiza

SIGNATURE OF CONTRACTOR

Instructions: 2 Joint Venturers Fill in lines (1), (2) and (3) and executg.Joint Venturers Fill in lines (1), (2), (3) and (4) and executen Line (1), fill in the name of the
Joint Venture Company. On Line (2), fill in thenma of one of the joint venturers and execute béhatlve appropriate manner. On Line (3), printypetthe name of the other
joint venturers and execute below in the appropmaanner. On Line (4), fill in the name of thedtjbint venturer, if applicable and execute belpwhe appropriate manner.

@

@

Name of Joint Venture

Name of Contractor

Address as prequalified

Signature of Witness or Attest

By

Print or type Signer's name

If Corporation, affix Corporate Seal

(©)

Signature of Cactor

and

Print or type Signetae

Name of Contractor

Address as prequalified

Signature of Witness or Attest

By

Print or type Signer's name

If Corporation, affix Corporate Seal

4)

Signature of Cactor

and

Print or type Signetae

Name of Contractoffor 3 Joint Venture only)

Address as prequalified

Signature of Witness or Attest

By

Print or type Signer's name

If Corporation, affix Corporate Seal
NOTARY SEAL
Affidavit must be notarized for Line (2)
Subscribed and sworn to before me this

day of 20

Signature of Notary Public

of County
State of

My Commission Expires:

Signature of Eaetor

NOTARY SEAL
Affidamitist be notarized for Line (3)
Subscabeldsworn to before me this

day of 20

Print or type Signeaime

NOTARY SEAL
Affidavit must beanized for Line (4)
Subscribed and sweobefore me this
__ dayof 20

Signature of Notary Rubl
of County
State _of
My Commis§&igpires:

EXECUTION OF BID

Signature of Notary Public
of County
State of
My Commission Expires:
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NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION
INDIVIDUAL DOING BUSINESS UNDER A FIRM NAME

The person executing the bid, on behalf of the Biddengoguly sworn, solemnly swears (or affirms) that rezithe, nor any official,
agent or employee of the bidder has entered into angragrd, participated in any collusion, or otherwise takey action which is
in restraint of free competitive bidding in connectigith any bid or contract, and that the Bidder intenddadhe work with its own
bonafide employees or subcontractors and is not biddimtpéobenefit of another contractor.

In addition, execution of this bid in the proper mannep alonstitutes the Bidder's certification of Status umeeralty of perjury
under the laws of the United States in accordance thith Debarment Certification attached, provided that Eredarment
Certification also includes any required statementseroricg exceptions that are applicable.

N.C.G.S. § 133-32 and Executive Order 24 prohibit the offeortacceptance by, any State Employee of any gift fiogone with a
contract with the State, or from any person seekindptbusiness with the State. By execution of any responthis procurement,
you attest, for your entire organization and its emm@syer agents, that you are not aware that any suchhagftbeen offered,
accepted, or promised by any employees of your organizatio

SIGNATURE OF CONTRACTOR
Name of Contractor

Individual name

Trading and doing business as

Full name of Firm

Address as Prequalified

Signature of Witness Signature of Contractor, Individually

Print or type Signer's name Print or type Signer’'s name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the NOTARY SEAL

__ dayof 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

INDIVIDUAL DOING BUSINESS IN HIS OWN NAME

The person executing the bid, on behalf of the Bidder, being dulynswolemnly swears (or affirms) that neither he, nor afigialf agent or
employee of the bidder has entered into any agreement, pageipaany collusion, or otherwise taken any action which ie#traint of free
competitive bidding in connection with any bid or contract, and thatBidder intends to do the work with its own bonafide emplogees
subcontractors and is not bidding for the benefit of another cootra

In addition, execution of this bid in the proper manner also caotesithe Bidder's certification 8tatusunder penalty of perjury under the laws of
the United States in accordance with the Debarment Ceiitficattached, provided that the Debarment Certification aldodes any required
statements concerning exceptions that are applicable.

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, or acceptancaryyState Employee of any gift from anyone with a contréitt
the State, or from any person seeking to do business withtdkee By execution of any response in this procurement, yestafor your entire
organization and its employees or agents, that you arevaoe dhat any such gift has been offered, accepted, or pinyseny employees of your
organization

SIGNATURE OF CONTRACTOR
Name of Contractor

Print or type Individual name

Address as Prequalified

Signature of Contractor, Individually

Print or type Signer's Name

Signature of Witness

Print or type Signer’'s name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

__ dayof 20

Signature of Notary Public

of County

State of
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My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

PARTNERSHIP

The person executing the bid, on behalf of the Biddengoguly sworn, solemnly swears (or affirms) that rezithe, nor any official,
agent or employee of the bidder has entered into angragrd, participated in any collusion, or otherwise takey action which is
in restraint of free competitive bidding in connectigith any bid or contract, and that the Bidder intenddadhe work with its own
bonafide employees or subcontractors and is not biddimtpéobenefit of another contractor.

In addition, execution of this bid in the proper mannep alonstitutes the Bidder's certification of Status umeeralty of perjury
under the laws of the United States in accordance thith Debarment Certification attached, provided that Eredarment
Certification also includes any required statementseroricg exceptions that are applicable.

N.C.G.S. § 133-32 and Executive Order 24 prohibit the offeortacceptance by, any State Employee of any gift fiogone with a
contract with the State, or from any person seekindptbusiness with the State. By execution of any responthis procurement,
you attest, for your entire organization and its emm@syer agents, that you are not aware that any suchhagftbeen offered,
accepted, or promised by any employees of your organizatio

SIGNATURE OF CONTRACTOR

Full Name of Partnership

Address as Prequalified

By

Signature of Witness Signature of Partner

Print or type Signer's name Print or type Signexfeen

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the

day of 20

NOTARY SEAL

Signature of Notary Public

of County

State of

My Commission Expires:
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DEBARMENT CERTIFICATION

Conditions for certification:

1.

The prequalified bidder shall provide immediate written geoto the Department if at any time the bidder
learns that his certification was erroneous whesutenitted his debarment certification or explanatiat th
file with the Department, or has become erroneouausecof changed circumstances.

The termscovered transaction, debarred, suspended, inekgidbwer tier covered transaction,
participant, person, primary covered transactionnpipal, proposal.andvoluntarily excludedas used in
this provision, have the meanings set out in the iDiefis and Coverage sections of the rules implementing
Executive Order 12549. A copy of the Federal Rules requirisgcthitification and detailing the definitions
and coverages may be obtained from the Contract Ofiiciene Department.

The prequalified bidder agrees by submitting this form, beatvill not knowingly enter into any lower tier
covered transaction with a person who is debarred, susgedeclared ineligible, or voluntarily excluded from
participation in NCDOT contracts, unless authorizedheylepartment.

For Federal Aid projects, the prequalified bidder further egytbat by submitting this form he will include the
Federal-Aid Provision titledRequired Contract Provisions Federal-Aid ConstrantiContract (Form
FHWA PR1273) provided by the Department, without subsequent modificatioall lower tier covered
transactions.

The prequalified bidder may rely upon a certification paaticipant in a lower tier covered transaction theat h
is not debarred, suspended, ineligible, or voluntarilyusled from the covered transaction, unless he knows
that the certification is erroneous. The bidder maydaeihe method and frequency by which he will determine
the eligibility of his subcontractors.

Nothing contained in the foregoing shall be construegktioiire establishment of a system of records in order
to render in good faith the certification required bystprovision. The knowledge and information of a
participant is not required to exceed that which is nynp@ssessed by a prudent person in the ordinary
course of business dealings.

. Except as authorized in paragraph 6 herein, the Departmagnterminate any contract if the bidder knowingly

enters into a lower tier covered transaction wiffeeson who is suspended, debarred, ineligible, or volyntaril
excluded from participation in this transaction, in additito other remedies available by the Federal
Government.
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DEBARMENT CERTIFICATION

The prequalified bidder certifies to the best of his kealge and belief, that he and his principals:

a.

Are not presently debarred, suspended, proposed for debadwrelared ineligible, or voluntarily excluded
from covered transactions by any Federal departmeagency;

Have not within a three-year period preceding this prdgmesen convicted of or had a civil judgment rendered
against them for commission of fraud or a criminaéiede in connection with obtaining, attempting to abtai
or performing a public (Federal, State or local) tramgaor contract under a public transaction; violatidn
Federal or State antitrust statutes or commissionndfeezlement, theft, forgery, bribery, falsification
destruction of records; making false statements; omrgestolen property;

Are not presently indicted for or otherwise criminally civilly charged by a governmental entity (Federal,
State or local) with commission of any of the offes enumerated in paragraph b. of this certificatiah; an

Have not within a three-year period preceding this prdg@ghone or more public transactions (Federal, State
or local) terminated for cause or default.

Will submit a revised Debarment Certification immeegatif his status changes and will show in his bid
proposal an explanatidar the change in status.

If the prequalified bidder cannot certify that he is debarred, he shall provide an explanation with this dtddmi
An explanation will not necessarily result in denibparticipation in a contract.

Failure to submit a non-collusion affidavit and debarnwamtification will result inthe prequalified bidder's bid
being considered non-responsive.

[]
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Letter Of Intent
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LISTING OF MB & WB SUBCONTRACTORS

FIRM
NAME AND ADDRESS

MB
OR
WB

ITEM
NO.

ITEM DESCRIPTION

*

AGREED UPON
UNIT PRICE

DOLLAR VOLUME OF WB SUBCONTRACTOR

WB PERCENTAGE OF TOTAL CONTRACT BID PRICE

DOLLAR VOLUME OF MB SUBCONTRACTOR

MB PERCENTAGE OF TOTAL CONTRACT BID PRICE

*

THEOLLAR VOLUME SHOW
COLUMN SHALL BE THE ACT
AGREED UPON BY THE PRIV

ANDHMB\WB SUB-CONTF
THESE PRICES WILL BE USEI

THRERCENTAGES OF MB\\
IN THE CONTRACT.

74



North Carolina Department of Transportation

BID FORM

WBS Element: 3SP.20674.001 and 3SP.20714.001
Project Description :Place Sand Asphalt on Three(3)&ry Roads in Onslow and Pender Counties.

ITEM DESC NO. [ SECT] DESCRIPTION QTY |UNIT UNIT PRICE AMOUNT BID
1|1407000000-E Sp i/—;gD ASPHALT SURFACE COURSE TYPE 5229 TON
2|2830000000-N | 858 ADJUSTMENT OF MANHOLES 1 EA

TOTAL BID FOR PROJECT:

CONTRACTOR

ADDRESS

Federal Identification Number

Contractors License Number

Authorized Agent Title

Signature Date

Witness Title

Signature Date

THIS SECTION TO BE COMPLETED BY NORTH CAROLINA DEPA RTMENT OF TRANSPORTATION

This bid has been reviewed in accordance with Article 103-1 of the Standard Specifications for Roads and Structures 2006.

Reviewed by Date
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